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 SECTION A 

 
INVITATION TO BID 

 
Sealed Bids will be received by the Berrien County Schools, at 810 dogwood drive, Nashville, GA 31639, 
at 2:00 p.m. local time, on March 2, 2021, for the construction of: 
 

INTERIOR RENOVATIONS FOR 
BERRIEN HIGH SCHOOL 

 
for the 

 
BERRIEN COUNTY SCHOOLS 

NASHVILLE, GEORGIA 
 
All General Contractors bidding this Project are required to attend the Pre-Bid Conference scheduled for 
the Project.  The Pre-Bid Conference will be held on February 11, 2021 at 4:00 pm at the site located at 
500 East Smith Avenue, Nashville, GA  31639.   A roster containing the names of all General Contractors 
attending the conference will be compiled and verification of a Bidder's attendance at the conference will 
be required before acceptance of his/her bid.  Bids from General Contractors not attending the Pre-
Bid Conference will not be accepted.  A list of all qualified contractors and their contact information is 
provided at www.altmanbarrettarchitects.com under the project heading. 
 
This project consists of painting entire school building, upgrading door hardware lock cylinders to BEST 
key lock system, new carpet, ceiling tile replacement in corridors and upgrading intercom system.  
 
Bidding documents, in whole complete sets only, and addenda are available for purchase from Print Life 
Printing and Supply, LLC, 1006 Williams Street, Valdosta, GA  31601 Telephone:  (229) 244-5598, FAX:  
(229) 241-1410, email:  info@printlifevaldosta.com for a non-refundable cost of $75.00 made payable to 
Print Life Printing and Supply, LLC.  Bidding documents will be forwarded; shipping charges collect, as 
soon as possible.  Print Life Printing and Supply will also issue addenda to each entity receiving bid 
documents from Print Life Printing and Supply, shipping charges collect. 
 
Bidders are cautioned that acquisition of Bidding Documents through any source other than the Print Life 
Printing and Supply is not advisable.  Acquisition of Bidding Documents from unauthorized sources 
places the bidder at risk of receiving incomplete or inaccurate information upon which to base a bid.  Only 
General Contactors that purchase documents directly from Print Life Printing and Supply will be placed on 
the official bid list and allowed to bid.  All project information is located at 
www.altmanbarrettarchitects.com and includes plans, specs, addenda, and all other pertinent project 
information.  This information is free and will be kept current by Altman + Barrett Architects. 
 
Contract, if awarded, will be on a lump sum basis including the Owner selected deductive alternates. No 
bid may be withdrawn for a period of forty (40) days after time has been called on the date of opening.  
Bids must be accompanied by a bid bond in amount not less than 5% of the Base Bid.  No other form of 
security will be accepted.  Both a “Class A” Performance Bond and Payment Bond will be required in an 
amount equal to 100% of the Contract price. 
 
The Berrien County School System reserves the right to reject any or all bids and to waive technicalities 
and informalities. 
 
END. 
 

http://www.altmanbarrettarchitects.com/
mailto:info@printlifevaldosta.com
http://www.altmanbarrettarchitects.com/
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 SECTION B 
 

PROPOSAL FORM 
          Date   ______________ 
 
    
RE: Interior Renovations For 
 Berrien High School 
 
 
B-01   Having carefully examined the drawings and specification, entitled Interior Renovations, Berrien 
High School, 500 East Smith Avenue, Nashville, GA 31639 all dated December 16, 2020 and 
Addendum(a) No.(s):_____________________. 
 
as well as the premises and conditions affecting the work, the undersigned proposes to furnish all 
services, labor and materials called  by them for the entire work, in accordance with said documents, for 
the sum of  ___________________________________________________________________ Dollars 
($_______________________________________________).which is hereinafter called the BASE BID. 
 
B-02   Deductive Alternates: (None)  
 
B-03 Unit Prices: (None) 
 
B-04   Additive Alternate.   
 
Additive Alternate 1. Cost to provide Telecor XL Administrative Intercom System over the other 
manufacturers listed in specifications: for the sum of 
_____________________________________________ Dollars ($_____________). 
 
Additive Alternate 2. Cost to remove existing flooring, prep slab and install carpet in spaces 169, 170, 
180, 181, 182, 192, 189, 193 and 194.: for the sum of 
_____________________________________________ Dollars ($_____________). 
 
Additive Alternate 3. Cost to remove existing ceiling tiles and install new ceiling tiles in existing grid in 
spaces 102, 103, 1105, 122, 135, 160, 201, 301, 401,501 and 542.: for the sum of 
_____________________________________________ Dollars ($_____________). 
               
B-05   For and in consideration of the sum of $1.00, the receipt of which is hereby acknowledged, we 
agree that this proposal may not be revoked or withdrawn after the time set for the opening of bids but 
shall remain open for acceptance for a period of forty-five (45) days following such time. We agree to 
execute within ten (10) days a contract for the Work for the above stated compensation and at the same 
time to furnish and deliver to the Owner a Performance Bond and a Payment Bond, both in an amount 
equal to 100% of the contract sum. 
 
B-06   We agree to commence actual physical work on the site with an adequate force and equipment 
within ten (10) days of a date to be specified in a written order of the Owner.  The Parties agree that time 
is of the essence of this Agreement. 
 
B-07   Enclosed herewith is a bid bond (CERTIFIED CHECKS NOT ACCEPTABLE) in the amount of                                                                                                                                                                                                                 
DOLLARS ($ _______________________) (being not less than 5% of the base bid).  We agree that the 
above stated amount is the proper measure of liquidated damages which the Owner will sustain by our 
failure to execute the contract and to furnish the Performance and Payment Bonds in case this proposal 
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is accepted. 
 
B-08   If this proposal is accepted within thirty-five (35) days after the date set for the opening of bids and 
we fail to execute the contract within ten (10) days after written notice of such acceptance or if we fail to 
furnish both Performance and Payment Bonds, the obligation of the Bid Bond will remain in full force and 
effect and the money payable thereon shall be paid into the funds of the Owner as liquidated damages for 
such failure; otherwise, obligation of the bond will be null and void. 
 
B-09   Under oath I certify that I am a principal or other representative of the firm of 
_________________________________________________________________________________                                                                                                                                        
and that I am authorized by it to execute the foregoing offer on its behalf.  I am a principal person of the 
foregoing with management responsibility for the foregoing subject matter and as such I am personally 
knowledgeable of all its pertinent matters.  The foregoing statement of facts in the foregoing proposal are 
true. 
 
B-10   I certify that this bid is made without prior understanding, agreement, or connection with any 
corporation, firm, or person submitting a bid for the same materials, labor, supplies, or equipment and is 
in all respects fair and without collusion or fraud.  We understand collusive bidding is a violation of state 
and federal law and can result in fines, prison sentences, and civil damage awards.  We agree to abide 
by all conditions of this bid. 
 
The full names and addresses of persons and firms interested in the foregoing bids as principals are as 
follows: 
             
             
             
                                                                                                                                                                        
 
DATE:                                                      
 
LEGAL NAME OF FIRM:                                                                                                                
 
BY:                                                                                                                                                   
 
TITLE:                                                                                                                                              
 
Sworn to and subscribed before me this                     day of                                              , 20        . 
 
 
                                                                                                  Notary Public 
 
My commission expires:       
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 SECTION C 
 
 INSTRUCTIONS TO BIDDERS 
 
1. INSTRUCTIONS 
 
 A. Proposals, to be entitled to consideration, must be made in accordance with the following 

instructions. 
 

 (1) Proposals shall be made in duplicate (2) upon the form provided and all 
blank spaces in the form shall be fully filled; numbers shall be stated both 
in writing and in figures; the signature shall be in longhand; and the 
completed form shall be without interlineation, alteration, or erasure. 

 
 (2) Proposals shall not contain any recapitulation of the work to be done.  No 

oral, telegraphic, or telephone proposals or modifications will be 
considered. 

 
 (3) Proposals shall be addressed to the Owner and shall be enclosed in an 

opaque sealed envelope marked "Proposal", bearing the title of the work 
and the name of the bidder. 

 
 (4) All General Contractors submitting a bid will be required to attend the bid 

opening. 
 
 (5) All General Contractors bidding this project are required to purchase a 

minimum of one full set of Drawings and Specifications from Print Life.   
 
 B. Should a bidder find discrepancies in or omissions from the drawings or other 

documents, or should he be in doubt as to their meaning, he shall at once notify the 
Architect, who will send a written instruction to all bidders.  Neither Owner nor Architect 
will be responsible for any oral instructions. 

 
 C.  Before submitting a proposal, bidders shall carefully examine the drawings and 

specifications, visit the site of work, fully inform themselves as to all existing conditions 
and limitations, and shall include in the proposal a sum to cover the cost of all items 
included in the Contract. 

 
 D.  The competence and responsibility of bidders and of their proposed subcontractors will 

be considered in making the award. 
 
 E. Any Addenda issued during the time of bidding are to be covered in the proposal and in 

closing a Contract, they will become a part there of. 
 

F. Award of contract will be on low Base Bid. 
 

2. OWNER 
 

The Owner, as used throughout these Specifications, refers to: Berrien County Schools. 
 

3. BID BOND 
 

A bid bond equaling five percent (5%) of the submitted bid shall be furnished and enclosed with 
each bidder's proposal. 

 
4. PERFORMANCE AND PAYMENT BOND 
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A Performance and Payment Bond will be required in an amount equal to one hundred per cent 
(100%) of the Contract Price. 

 
5. AGREEMENT 
 

The form of agreement will be A.I.A. Standard Form for stipulated Sum Contracts.  Copies of the 
form are on file and may be referred to at the Architect's office. The agreement will provide for 
payment on account as follows: 

 
On or about the tenth day of each month, an amount equal to 90% of the value 
(based on contract price) of work done and materials stored at the site up to the 
first day of the month less the total of previous payment.  Final payment will be 
made no later than thirty (30) days after issuance of Architect's Final Certificate 
of Payment as more particularly described in Article 9.9 of the General 
Conditions. 

 
END. 
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SECTION E 
 

SUPPLEMENTARY CONDITIONS 
 
 
The following supplements modify the “General Conditions of the Contract for Construction,” AIA Documents 
A201–2007.  Where a portion of the General Conditions is modified or deleted by these Supplementary 
Conditions, the unaltered portions of the General Conditions shall remain in effect. 
 
ARTICLE 1 - GENERAL PROVISIONS 
 
A. Add the following sentence to the end of Subparagraph 1.1.1:  

The Contract Documents executed or identified in accordance with Subparagraph 1.5.1 shall prevail in 
case of an inconsistency with subsequent versions made through manipulatable electronic operations 
involving computers. 

 
B. Add Clause 1.2.1.1 to Subparagraph 1.2.1: 

1.2.1.1  In the event of conflicts or discrepancies about the Contract Documents, interpretations will be 
based on the following priorities: 

1. The Agreement. 
2. Addenda, with those of later date having precedence over those of earlier date. 
3. The Supplementary Conditions. 
4. The General Conditions of the Contract for Construction. 
5. Division 1 of the Specifications 
6. Drawings and Divisions 2-16 of the Specifications. 

In the case of conflicts or discrepancies between Drawings and Divisions 2-16 of the Specifications or 
within either Document not clarified by Addendum, the Architect will determine which takes 
precedence in accordance with Subparagraph 4.2.11. 

 
C. Add the following Subparagraph 1.6.2 to Paragraph 1.6: 
 1.6.2 Contractor’s Use of Instruments of Service in Electronic Form. 
 

1.6.2.1  The Architect may, with the concurrence of the Owner, furnish to the Contractor versions of 
Instruments of Service in electronic form.  The Contract Documents executed or identified in 
accordance with Subparagraph 1.5.1 shall prevail in case of an inconsistency with subsequent 
versions made through manipulatable electronic operations involving computers. 

 
1.6.2.2  The Contractor shall not transfer or reuse Instruments of Service in electronic or machine 
readable form without the prior written consent of the Architect. 

 
ARTICLE 3 - CONTRACTOR 
 
A. Add the following Subparagraph 3.2.4 to Paragraph 3.2: 

3.2.4.  The Owner shall be entitled to deduct from the Contract Sum amounts paid to the Architect for 
the Architect to evaluate and respond to the Contractor’s requests for information, where such 
information  was available to the Contractor from a careful study and comparison of the Contract 
Documents, field conditions, other Owner-provided information, Contractor-prepared coordination 
drawings, or prior Project correspondence or documentation. 

 
B. Delete Subparagraph 3.4.2 and substitute the following: 

3.4.2  After the Contract has been executed, the Owner and Architect will consider a formal request for 
the substitution of products in place of those specified only under the conditions set forth in the 
General Requirements (Division 1 of the Specifications).  By making request for substitutions, the 
Contractor: 

  .1 represents that the Contractor has personally investigated the proposed substitute 
product and determined that it is equal or superior in all respects to that specified; 

  .2 represents that the Contractor will provide the same warranty for the substitution that 
the Contractor would for that specified; 

  .3 certifies that the cost data presented is complete and includes all related costs under 
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this Contract except the Architect’s redesign costs, and waives all claims for 
additional costs related to the substitution which subsequently become apparent; and  

  .4 will coordinate the installation of the accepted substitute, making such changes as 
may be required for the Work to be complete in all respects. 

 
C. Add the following Subparagraph 3.4.4 to Paragraph 3.4: 

3.4.4  The Owner shall be entitled to deduct from the Contract Sum amounts paid to the Architect to 
evaluate the Contractor’s proposed substitutions and to make agreed upon changes in the Drawings 
and Specifications made necessary by the Owner’s acceptance of such substitutions. 

 
ARTICLE 4 - ADMINISTRATION OF THE CONTRACT 
 
A. Add Clause 4.2.2.1 to Subparagraph 4.2.1: 

4.2.2.1  The Contractor shall reimburse the Owner for compensation paid to the Architect for additional 
site visits made necessary by the fault, neglect or request of the Contractor. 

 
B. Add the following Clauses 4.3.7.3 and 4.3.7.4 to Subparagraph 4.3.7: 

4.3.7.3  Claims for increase in the Contract Time shall set forth in detail the circumstances that form 
the basis for the Claim, the date upon which each cause of delay began to affect the progress of the 
Work, the date upon which each cause of delay ceased to affect the progress of the Work and the 
number of days’ increase in the Contract Time claimed as a consequence of each such cause of 
delay.  The Contractor shall provide such supporting documentation as the Owner may require 
including, where appropriate, a revised construction schedule indicating all the activities affected by 
the circumstances forming the basis of the Claim. 

 
4.3.7.4  The Contractor shall not be entitled to a separate increase in the Contract Time for each one 
of the number of causes of delay which may have concurrent or interrelated effects on the progress of 
the Work, or for concurrent delays due to the fault of the Contractor. 

 
ARTICLE 7 - CHANGES IN THE WORK 
 
A. Add the following Subparagraph 7.1.4 to Paragraph 7.1: 

7.1.4  The combined overhead and profit included in the total cost to the Owner of a change in the 
Work shall be based on the following schedule: 

  .1 For the Contractor, for Work performed by the Contractor’s own forces, 10 percent of 
the cost. 

  .2 For the Contractor, for Work performed by the Contractor’s Subcontractors, 5 percent 
of the amount due the Subcontractors. 

  .3 For each Subcontractor involved, for Work performed by that Subcontractor’s own  
forces, 10 percent of the cost. 

  .4 For each Subcontractor involved, for Work performed by the Subcontractor’s Sub-
subcontractors, 5 percent of the amount due the Sub-subcontractor. 

  .5 Cost to which overhead and profit is to be applied shall be determined in accordance 
with Subparagraph 7.3.6. 

  .6 In order to facilitate checking of quotations for extras or credits, all proposals, except 
those so minor that their property can be seen by inspection, shall be accompanied 
by a complete itemization of costs including labor, materials and Subcontracts.  Labor 
and materials shall be itemized in the manner prescribed above.  Where major cost 
items are Subcontracts, they shall be itemized also.  In no case will a change 
involving over $1000.00 be approved without such itemization. 

 
ARTICLE 9 - PAYMENTS AND COMPLETION 
 
A. Option B: 
 Add the following Clause 9.3.1.3 to Subparagraph 9.3.1: 

9.3.1.3Until final payment, the Owner shall pay 90 percent of the amount due the Contractor on 
account of progress payments.  10% retainage shall be withheld until job is 100% complete.  For each 
Work category shown to be 50 percent or more  complete in the Application for Payment, the Architect 
will, without reduction of previous retainage, certify any remaining progress payments for each Work 
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category to be paid in full. 
 
B. Add the following Clause 9.8.3.1 to Subparagraph 9.8.3: 

9.8.3.1  Except with the consent of the Owner, the Architect will perform no more than two (2) 
inspections to determine whether the Work or a designated portion thereof has attained Substantial 
Completion in accordance with the Contract Documents.  The Owner shall be entitled to deduct from 
the Contract Sum amounts paid to the Architect for any additional inspections. 

 
C. Add the following Clause 9.10.1.1 to Subparagraph 9.10.1: 

9.10.1.1 Except with the consent of the Owner, the Architect will perform no more than two (2) 
inspections to determine whether the Work or a designated portion thereof has attained Final 
Completion in accordance with the Contract Documents.  The Owner shall be entitled to deduct from 
the Contract Sum amounts paid to the Architect for any additional inspections. 

 
D. In Subparagraph 9.10.2 omit, “(5) if required by the Owner, . . . designated by the Owner” and 

substitute the following: “(5) Statutory Affidavit executed by the Contractor and all Subcontractors in 
the form following this section.” 

 
ARTICLE 11 - INSURANCE AND BONDS 
 
A. Add the following Clauses 11.1.2.1 through 11.1.2.4 to Subparagraph 11.1.2: 

11.1.2.1 The limits for Worker’s Compensation and Employer’s Liability insurance shall meet statutory 
limits mandated by State and Federal Laws.  If (1) limits in excess of those required by statute are to 
be provided or (2) the employer is not statutorily bound to obtain such insurance coverage or (3) 
additional coverages are required, additional coverages and limits for such insurance shall be as 
follows: 

 
11.1.2.2 The limits for Commercial General Liability insurance including coverage for Premises-
Operations, Independent Contractors’ Protective, Products-Completed Operations, Contractual 
Liability, Personal Injury and Broad Form Property Damage (including coverage for Explosion, 
Collapse and Underground hazards) shall be as follows: 

   
  $ 1,000,000.   Each Occurrence 
  $ 2,000,000.   General Aggregate 
  $ 1,000,000.   Personal and Advertising Injury 
  $ 2,000,000.   Products-Completed Operations Aggregate 
 
  .1 The policy shall be endorsed to have the General Aggregate apply to this Project 

only. 
  .2 The Contractual Liability insurance shall include coverage sufficient to meet the 

obligations in AIA Documents A201-2007 under Paragraph 3.18. 
  .3 Products and Completed Operations insurance shall be maintained for a minimum 

period of at least       One    (1) year(s) after either 90 days following Substantial 
Completion or final payment, whichever is earlier. 

 
11.1.2.3  Automobile Liability insurance (owned, non-owned and hired vehicles) for bodily injury and  
property damage shall be as follows: 

 
  $ 1,000,000.   Each Accident 
 
 11.1.2.4  Umbrella or Excess Liability coverage shall be as follows: 
 
B. 11.3.1   Modify the first sentence of Subparagraph 11.4.1 as follows: Delete “Unless otherwise 

provided, the Owner” and substitute “The Contractor.” Add the following sentences: 
  

If the Owner is damaged by the failure of the Contractor to purchase and maintain such insurance 
without so notifying the Owner in writing, then the Contractor shall bear all reasonable costs 
attributable thereto. 
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C. 11.3.1.3   Modify Clause 11.4.1.3 by substituting “Contractor” for Owner.” 
D. 11.3.4   Delete Subparagraph 11.4.4. 
 
E. 11.3.6   Modify Subparagraph 11.4.6 by making the following substitutions: (1) in the first sentence, 

substitute “Contractor” for “Owner” and “Owner” for “Contractor,” and (2) substitute “Owner” for 
“Contractor” at the end of the last sentence. 

 
F. 11.3.7  Modify Subparagraph 11.4.7 by substituting “Contractor” for “Owner” at the end of the first  

sentence. 
 
G. 11.3.8   Modify Subparagraph 11.4.8 by substituting “Contractor” for “Owner”; except that at the first  

reference to “Owner” in the first sentence, the word “this” should be substituted for “Owner’s.” 
 
H. 11.3.9   Modify Subparagraph 11.4.9 by substituting “Contractor” for “Owner” each time the latter word 

appears except in the last sentence. 
 
I. 11.3.10   Modify Subparagraph 11.4.10 by substituting “Contractor” for “Owner” each time the latter 

word appears. 
 
J. Delete Subparagraph 11.4.1 and substitute the following: 

11.4.1   The Contractor shall furnish bonds covering faithful performance of the Contract and payment 
of obligations arising thereunder.  Bonds may be obtained through the Contractor’s usual source and 
the cost thereof shall be included in the Contract Sum.  The amount of each bond shall be equal to 100 
percent of the Contract Sum. 

 
K. 11.4.1.1   The Contractor shall deliver the required bonds to the Owner not later than three days 

following the date the Agreement is entered into, or if the Work is to be commenced prior thereto in 
response to a letter of intent, the Contractor shall, prior to the commencement of the Work, submit 
evidence satisfactory to the Owner that such bonds will be furnished. 

 
L. 11.4.1.2   The Contractor shall require the attorney-in-fact who executes the required bonds on behalf 

of the surety to affix thereto a certified and current copy of the power of attorney. 
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STATUTORY AFFIDAVIT 

 
STATE OF ___________________________    COUNTY OF_________________________ 
 
FROM:_____________________________________________________________________ 

(Contractor) 

TO:_______________________________________________________________________ 

 
RE:  Contract entered into this ________ day of ____________________, 20_____, between the above 

mentioned parties for the construction of a _________________________________________________ 

___________________________________________________________________________________. 

 
 KNOW ALL MEN BY THESE PRESENTS: 
 
1. The undersigned hereby certifies that all work required under the above contract has been performed 

in accordance with the terms thereof, that all material men, subcontractors, mechanics and laborers 
have been paid and satisfied in full and that there are not outstanding claims of any character arising 
out of the performance of the Contract which have not been paid and satisfied in full. 

 
2. The undersigned further certifies that to the best of his knowledge and belief there are not unsatisfied 

claims for damages resulting from injury or death to any employee, subcontractor, or the public at 
large arising out of the performance of the contract, or any suits or claims for any other damage of 
any kind, nature, or description which might constitute a lien upon the property of the Owner. 

 
3. The undersigned makes this affidavit as provided by law and for the purpose of receiving final 

payment in full settlement of all claims arising under or by virtue of the Contract, and acceptance of 
such payment is acknowledged as a release of the Owner from any and all claims arising under or by 
virtue of the Contract. 

 
IN WITNESS WHEREOF, the undersigned has signed and sealed this instrument 
 
this ________ day of ______________________, 20______. 
 

    _________________________________________________ 
 

     _________________________________________________ 
 
Personally appeared before the undersigned, _______________________ and 
_____________________ who after being duly sworn, depose(s) and say(s) that the facts stated in the 
above affidavit are true. 
 
____________________________________________ 
   (Notary Public) 

 
This _________ day of _______________________, 20____. 
 
My Commission expires _____________________________. 
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 SECTION F 
 
 SPECIAL CONDITIONS 
 
PART 1. ARCHITECT 
 
Wherever the term "Architect" appears in these specifications, it shall mean Altman + Barrett Architects, 
PC, 117 W. Main Street, Hahira, GA. 
 
PART 2. OWNER 
 
Wherever the term "Owner" appears in these specifications, it shall mean the Berrien County School 
System, Nashville, Georgia. 
 
PART 3. TEMPORARY ELECTRIC 
 
Owner will furnish power. 
 
PART 4. TEMPORARY WATER 
 
Owner will furnish water. 
 
PART 5. TEMPORARY TOILETS 
 
The Contractor shall provide temporary toilet facilities for the use of his workmen located where approved 
by the School Principal.  Such facilities shall be maintained in a clean and sanitary condition throughout 
their use and shall be removed on completion of the work. 
 
PART 6. CLEANING 
 
The Contractor shall allow no trash to accumulate and shall remove same at the close of each working 
day.  All building materials and trash shall be disposed of off-campus.  Particular attention shall be given 
to the protection of plants from waste cement or water run off.  Burning of material on the site in any way 
will not be permitted.  Contractor is responsible for all trash disposal as the Owner will not dispose of any 
trash. 
 
PART 7. ACTS AND EXECUTIVE ORDERS 
 
The Contractor, by signing the contract, acknowledges that he is aware of and familiar with the contents 
and requirements of the following acts and executive orders: 
 

(a) High Voltage Act - Georgia Law 1960, pp. 181-183. 
 

(b) Underground Gas Pipe Law - Georgia Law 1969, p. 5057. 
 

(c) Williams Steiger Occupational Safety and Health Act of 1970. 
 

(d) The non-discrimination clause contained in Section 202 Executive Order 11264 as 
amended by Executive Order 11375 relative to Equal Employment Opportunity for all 
persons without regard to race, color, religion, sex, or national origin and the 
implementing of rules and regulations described by the Secretary of Labor are 
incorporated. 

 
(e) E-Verify Program administered by the Department of Homeland Security and the Social 

Security Administration.  For more information on this program please visit their website 
at www.dhs.gov/E-verify.   

http://www.dhs.gov/E-verify
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PART 8. CONTRACTOR IS RESPONSIBLE FOR ALL MEASUREMENTS 
 
All figures contained in these specifications are approximate and bid submitted is a firm price base on 
Contractor's measurements. 
 
PART 9. NO ASBESTOS IN NEW MATERIALS 
 
The Contractor shall not install asbestos containing materials in this project.  Any materials installed by 
the Contractor that are found to contain asbestos in any quantity or form shall be removed and replaced 
by the Contractor at no cost to the Owner. 
 
PART 10. TRASH DISPOSAL 
 
The contractor shall allow no trash to accumulate and shall remove same at the close of each working 
day.  All building materials and trash shall be disposed of off-campus.  Particular attention shall be given 
to the protection of plants from waste cement or water runoff.  Burning of material on the site in any way 
will not be permitted.  Contractor is responsible for trash disposal as the Owner will not dispose of any 
trash.   
 
PART 11. CONTRACTOR EMPLOYEES CONDUCT 
 
The Contractor shall insure that his employees and his sub-contractors' employees conduct themselves in 
a gentlemanly manner while on the school campus.  Gestures, remarks, cat calls, whistling, or anything 
else of a derogatory nature will not be tolerated, and will be sufficient cause for the permanent removal of 
an employee from the campus. 
 
PART 12. SITE CONDITIONS 
 
The existing facility will be in operation and occupied throughout the construction period.  Access to 
existing drives and other circulation elements will be kept open at all times.  Construction debris, dirt, 
water run-off, and similar products will be contained on the construction site in the manner specified. 
 
PART 13. PROTECTION OF PROPERTY 
 
Contractor will be held liable for all damages to personal and real property as a result of his negligence to 
provide protective measures. 
 
The construction of the safeguards shall be in accordance with Chapter XXI, Safeguards During 
Construction, Georgia State Building Code, 1977 Edition. 
 
When the need for protection installed no longer exists, the Contractor shall remove such protective 
devices. 
 
 
PART 14. FLAMMABLE STORAGE CONTAINERS 
 
Any and all flammable materials (lacquer, thinner, gasoline, etc.) to be used on the project shall be stored 
in five (5) gallon explosion-proof containers. 
 
PART 15. NPDES RULES AND REGULATIONS 
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A. By submitting a proposal for this project, Contractor agrees that the requirements of the Georgia 
Environmental Protection Division’s (EPD) National Pollutant Discharge Elimination Systems 
(NPDES) General Permit for Construction Activity apply to this project.  Contractor agrees that it 
has reviewed the documents and will prepare and execute Notice of Intent (NOI) form based on 
the Erosion, Sedimentation & Pollution Control Plan (ESPCP) and a Comprehensive Monitoring 
Plan (CMP), if any, as shown on the drawings and in the specifications.  Contractor understands 
that the NOI must be filed and received by EPD fourteen days prior to the start of construction 
and agrees that the preparation and submittal of the NOI is a prerequisite to the issuance of a 
Notice to Proceed for the project. 

 
B. The Owner will forward the NOI to the appropriate official of the project partner (state agency) for 

co-signature, then forward it to the Georgia EPD.  All information submitted to EPD shall be 
considered public information and available under the Georgia Open Records Act. 

 
C. Any change to the ESPCP or CMP which may be necessitated by the Contractor’s planned 

activities on the site must be processed as an approved amendment to the ESPCP or CMP 
prior to the Contractor undertaking such activities.  The cost of such changes, including 
without limitation any design fees, shall be borne by the Contractor.  Any changes 
necessitated by unusual weather conditions shall be borne by the Owner. 

 
D. The Contractor shall insure that each secondary permittee (an individual 

contractor/subcontractor, utility company or contractor that conducts construction activity within a 
common development) is provided with a copy of the plan and that they understand their role in 
the implementation of the plan.  The Contractor shall make every effort to establish all utilities a 
secondary permittees.  The Contractor shall provide all participants in land disturbance activity on 
the site (grading, curb & sign contractors, etc) a copy of the plan.  The Contractor shall include 
language in all participants’ contracts certifying that they understand the NPEDES permit 
requirements and will adhere to the plan. 

 
E. The Contractor shall submit a Notice of Termination (NOT) to EPD when the entire development 

has undergone final stabilization and all storm water discharges associated with construction 
have ceased.  The NOT shall be sent return receipt or similar certified service with a copy 
provided to the Owner, the Architect, and the project partner (state agency). 

 
F. Contractor understands and agrees that permit violations are grounds for an enforcement action, 

permit termination (stop work order), or denial of a permit renewal application.  Failure to properly 
install, inspect, maintain, and make required revisions to the Plan in accordance with 
BMPs, sample or report, shall constitute a violation of the permit for each day on which such 
failure occurs and shall, in addition, be a breach of the contract with the Owner. 

 
G. Contractor certifies that he has included sufficient sums in his base bid to cover the cost of the 

installation of the Erosion, Sedimentation & Pollution Control Plan and its maintenance under 
normal weather conditions. 

 
H. The Contractor shall perform all NPDES inspections, monitoring, and reporting in accordance 

with the Erosion Sediment and Pollution Control Plan included in the construction plans. 
 
 
PART 16. TRANSPORT TO TESTING LAB 
 
The specifications require the Contractor to deal with or furnish transport various material samples to a 
testing laboratory.  For the information of the Contractor, the samples will be acquired and stored in a 
protected location at the construction site.  The testing lab designated by the Architect will be responsible 
for picking up the samples at the site, and for determining procedures the contractor will use in facilitating 
specified testing. 
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PART 17. WARRANTY WORK 
 
A. General Conditions includes the following: "As additional security for the fulfillment of such 

obligation, but in no way limiting the same, the contractor warrants and guarantees (1) that all 
work executed under the plans and specifications shall be free from defects of materials or 
workmanship for a period of one year from the date of the final certificate of the architect, and (2) 
that for not less than one year from the date of the final certificate of the architect, or for such 
greater space of time as may have been designated in the specifications, products of 
manufacturers shall be free from defects of materials or workmanship." 

 
B. In light of the above stated Contractor's warranty and guarantee, during the one year period of 

the warranty and guarantee any defects of material or workmanship that become apparent shall 
be the responsibility of the Contractor until and unless the Contractor can show abuse or design 
defect.  The Contractor shall immediately correct all defects that become known during the one 
year period at no cost to the Owner unless notice is given to the Architect prior to correcting the 
defect that the cause of the defect is the result of abuse or design deficiency. 

 
C. When the Contractor is notified by the Architect of a defect, the Contractor will visit the site to 

review the complaint.  If it is the Contractor's responsibility, it will be immediately corrected.  If the 
Contractor alleges design defect or abuse, he will notify the Architect and the Architect will issue 
a formal decision in his capacity as Architect and impartial interpreter of the conditions of the 
contract. 

 
D. If the condition is an emergency, this will be communicated to the Contractor with the request that 

no matter what he finds, corrections are to be accomplished immediately.  If it is determined the 
complaint is not the responsibility of the Contractor, the Contractor will be paid immediately for 
the cost of the service call.  

 
E. The Contractor shall respond to a notice of defect within three (3) days except when classified as 

an emergency, in which case the Contractor's response time shall be limited to 24 hours.  If the 
Contractor fails to respond within these time limits, the Owner may correct the defect and charge 
the Contractor for the work. 

 
PART 19. ENVIRONMENT OF FINISHED SPACES: 
 
Once painting, ceiling tile or other finish work begins, Contractor shall maintain spaces between 68 - 80 
degrees. 
 
PART 20. STATUTORY AFFIDAVIT:   See next page for form. 
 
 
PART 21. COMPLETION DATE 
 
The Contractor agrees to commence actual physical work on site with an adequate force and equipment 
prior to May 28, 2021 and be completed and ready for occupancy on July 23, 2021. 
 
PART 23.   CONTRACTOR IS RESPONSIBLE FOR CONSTRUCTION DOCUMENTS 
 
The Construction Manager is responsible for including in his or her bid all cost for printing complete 
contract documents to include but not limited to drawings, specifications, addenda, or clarifications for the 
construction of this project.  Neither the owner nor the architect will pay or provide plans and 
specifications to the general contractor for the construction of this project. 
END.
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 STATUTORY AFFIDAVIT 
 
STATE OF ___________________________    COUNTY OF_________________________ 
 
FROM:_____________________________________________________________________ 

(Contractor) 

TO:_______________________________________________________________________ 

 
RE:  Contract entered into this ________ day of ____________________, 20_____, between the above 

mentioned parties for the construction of a _________________________________________________ 

___________________________________________________________________________________. 

 
 KNOW ALL MEN BY THESE PRESENTS: 
 
1. The undersigned hereby certifies that all work required under the above contract has been performed 

in accordance with the terms thereof, that all material men, subcontractors, mechanics and laborers 
have been paid and satisfied in full and that there are not outstanding claims of any character arising 
out of the performance of the Contract which have not been paid and satisfied in full. 

 
2. The undersigned further certifies that to the best of his knowledge and belief there are not unsatisfied 

claims for damages resulting from injury or death to any employee, subcontractor, or the public at 
large arising out of the performance of the contract, or any suits or claims for any other damage of 
any kind, nature, or description which might constitute a lien upon the property of the Owner. 

 
3. The undersigned makes this affidavit as provided by law and for the purpose of receiving final 

payment in full settlement of all claims arising under or by virtue of the Contract, and acceptance of 
such payment is acknowledged as a release of the Owner from any and all claims arising under or by 
virtue of the Contract. 

 
IN WITNESS WHEREOF, the undersigned has signed and sealed this instrument 
 

this ________ day of ______________________, 20______. 
     
    _________________________________________________ 

 
     _________________________________________________ 

 
 
Personally appeared before the undersigned, _______________________ and 
_____________________ who after being duly sworn, depose(s) and say(s) that the facts stated in the 
above affidavit are true. 
 
 
____________________________________________ 
   (Notary Public) 

 
This _________ day of _______________________, 20____. 
 
My Commission expires _____________________________. 
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Contractor Affidavit under O.C.G.A. § 13-10-91(b)(1) 
 

By executing this affidavit, the undersigned contractor verifies its compliance with O.C.G.A. § 13-10-91, 
stating affirmatively that the individual, firm or corporation which is engaged in the physical performance 
of services on behalf of (_______________________________) has registered with, is authorized to use  
    name of public employer 
and uses the federal work authorization program commonly known as E-Verify, or any subsequent 
replacement program, in accordance with the applicable provisions and deadlines established in  
O.C.G.A. § 13-10-91. Furthermore, the undersigned contractor will continue to use the federal work 
authorization program throughout the contract period and the undersigned contractor will contract for the 
physical performance of services in satisfaction of such contract only with subcontractors who present an 
affidavit to the contractor with the information required by O.C.G.A. § 13-I0-91(b). Contractor hereby 
attests that its federal work authorization user identification number and date of authorization are as 
follows:  
 
_______________________________ 
Federal Work Authorization User Identification Number 
_______________________________ 
Date of Authorization  
_______________________________ 
Name of Contractor 
_______________________________ 
Name of Project 
_______________________________ 
Name of Public Employer 
 
I hereby declare under penalty of perjury that the foregoing is true and correct.  
 
Executed on _________ ,______, 20___ in ____________ (city), ___ (state).  
 
_______________________________ 
Signature of Authorized Officer or Agent 
 
_______________________________ 
Printed Name and Title of Authorized Officer or Agent 
 
 
 
SUBSCRIPBED AND SWORN BEFORE ME 
ON THIS THE _______ DAY OF __________, 20____ 
 
_______________________________ 
NOTARY PUBLIC 
 
My Commission Expires: 
 

_______________________________ 
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 SECTION 01010 
 
 SUMMARY OF WORK 
 
PART 1 GENERAL 
 

1.01      WORK COVERED BY CONTRACT DOCUMENTS 
A.  The Project consists of the following: Painting, lock replacement, remove existing 

flooring and install carpet in several spaces, ceiling tile replacement in corridors 
and intercom up grade.  Work will be completed from May 28, 2021 to July 23, 
2021. 
1.  Project Location:  

a Berrien High School 
500 East Smith Ave 
Nashville, GA  31639 

2.  Owner:  
a Berrien County Schools 
 810 Dogwood Drive 
 Nashville, GA  31639 

B.  Contract Documents, dated December 16, 2021 were prepared for the Project by 
Altman + Barrett Architects, 117 W. Main Street, P.O. Box 665, Hahira, Georgia 
31632. The Work will be constructed under a single prime contract. 
 

1.02      CONTRACTOR USE OF PREMISES 
A.  General:  During the construction period the Contractor shall have full use of the 

premises for construction operations, including use of the site.  The Contractor's 
use of the premises is limited only by the Owner's right to perform work or to 
retain other contractors on portions of the Project. 

B.  Use of the Site:  Limit use of the premises to work in areas indicated.  Confine 
operations to areas within contract limits indicated.  Do not disturb portions of the 
site beyond the areas in which the Work is indicated. 
1.  Owner Occupancy:  Allow for Owner occupancy and use by the public. 
2.  Driveways and Entrances:  Keep driveways and entrances serving the 

premises clear and available to the Owner, the Owner's employees, and 
emergency vehicles at all times.  Do not use these areas for parking or 
storage of materials.  Schedule deliveries to minimize space and time 
requirements for storage of materials and equipment on-site. 

C.  Use of the Existing Building:  Maintain the existing building in a weathertight 
condition throughout the construction period.  Repair damage caused by 
construction operations.  Take all precautions necessary to protect the building 
and its occupants during the construction period. 

 
1.03      OCCUPANCY REQUIREMENTS 

A.  Partial Owner Occupancy:  The Owner reserves the right to occupy and to place 
and install equipment in completed areas of the building prior to Substantial 
Completion, provided such occupancy does not interfere with completion of the 
Work.  Such placing of equipment and partial occupancy shall not constitute 
acceptance of the total Work. 
1.  The Architect will prepare a Certificate of Substantial Completion for 

each specific portion of the Work to be occupied prior to Owner 
occupancy. 

2.  Obtain a Certificate of Occupancy from local building officials prior to 
Owner occupancy. 

3.  Prior to partial Owner occupancy, mechanical and electrical systems 
shall be fully operational.  Required inspections and tests shall have 
been successfully completed.  Upon occupancy, the Owner will operate 



 

 
19031 Berrien High School Interior Renovations 
Altman + Barrett Architects 01010 - 2 

and maintain mechanical and electrical systems serving occupied 
portions of the building. 

4.  Upon occupancy, the Owner will assume responsibility for maintenance 
and custodial service for occupied portions of the building. 

 
1.04      OWNER-FURNISHED PRODUCTS 

A.  The Work includes providing support systems to receive Owner's equipment, and 
mechanical and electrical connections. 
1.  The Owner will arrange for and deliver necessary shop drawings, 

product data, and samples to the Contractor. 
2.  The Owner will arrange and pay for delivery of Owner-furnished items 

according to the Contractor's Construction Schedule. 
3.  Following delivery, the Owner will inspect items delivered for damage. 
4.  If Owner-furnished items are damaged, defective, or missing, the Owner 

will arrange for replacement. 
5.  The Owner will arrange for manufacturer's field services and for the 

delivery of manufacturer's warranties to the appropriate Contractor. 
6.  The Contractor shall designate delivery dates of Owner-furnished items 

in the Contractor's Construction Schedule. 
7.  The Contractor shall review shop drawings, product data, and samples 

and return them to the Architect noting discrepancies or problems 
anticipated in use of the product. 

8.  The Contractor is responsible for receiving, unloading, and handling 
Owner-furnished items at the site. 

9.  The Contractor is responsible for protecting Owner-furnished items from 
damage, including damage from exposure to the elements.  The 
Contractor shall repair or replace items damaged as a result of his 
operations. 

 
PART 2 PRODUCTS  (Not Applicable) 
 
PART 3 EXECUTION (Not Applicable) 
 
 
END. 
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SECTION 01027 
 

APPLICATIONS FOR PAYMENT 
 
PART 1 GENERAL 
 

1.01 SUMMARY 
A. This Section specifies administrative and procedural requirements governing the 

Contractor's Applications for Payment. 
B. This Section specifies administrative and procedural requirements governing 

each prime contractor's Applications for Payment. 
1. Coordinate the Schedule of Values and Applications for Payment with 

the Contractor's Construction Schedule, Submittal Schedule, and List of 
Subcontracts. 

C. Related Sections:  The following Sections contain requirements that relate to this 
Section. 
1. Schedules:  The Contractor's Construction Schedule and Submittal 

Schedule are specified in Division 1 Section "Submittals." 
 

1.02 SCHEDULE OF VALUES 
A.  Contractor shall provide a schedule of values for Berrien Middle School Interior 

Renovations. 
C. Coordination:  Coordinate preparation of the Schedule of Values with preparation 

of the Contractor's Construction Schedule. 
D. Coordination:  Each prime Contractor shall coordinate preparation of its Schedule 

of Values for its part of the Work with preparation of the Contractors' Construction 
Schedule. 
1. Correlate line items in the Schedule of Values with other required 

administrative schedules and forms, including: 
a) Contractor's Construction Schedule. 
b) Application for Payment forms, including Continuation Sheets. 
c) List of subcontractors. 
d) Schedule of allowances. 
e) Schedule of alternates. 
f) List of products. 
g) List of principal suppliers and fabricators. 
h) Schedule of submittals. 

2. Submit the Schedule of Values to the Architect at the earliest possible 
date but no later than 7 days before the date scheduled for submittal of 
the initial Applications for Payment. 

3. Subschedules:  Where Work is separated into phases requiring 
separately phased payments, provide subschedules showing values 
correlated with each phase of payment. 

E. Format and Content:  Use the Project Manual table of contents as a guide to 
establish the format for the Schedule of Values.  Provide at least one line item for 
each Specification Section. 
1. Identification:  Include the following Project identification on the Schedule 

of Values: 
a) Project name and location. 
b) Name of the Architect. 
c) Project number. 
d) Contractor's name and address. 
e) Date of submittal. 

2. Arrange the Schedule of Values in tabular form with separate columns to 
indicate the following for each item listed: 
a) Related Specification Section or Division. 
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b) Description of Work. 
c) Name of subcontractor. 
d) Name of manufacturer or fabricator. 
e) Name of supplier. 
f) Change Orders (numbers) that affect value. 
g) Dollar value. 

1) Percentage of Contract Sum to nearest one-hundredth 
percent, adjusted to total 100 percent. 

3. Provide a breakdown of the Contract Sum in sufficient detail to facilitate 
continued evaluation of Applications for Payment and progress reports.  
Coordinate with the Project Manual table of contents.  Break principal 
subcontract amounts down into several line items. 

4. Round amounts to nearest whole dollar; the total shall equal the Contract 
Sum. 

5. Provide a separate line item in the Schedule of Values for each part of 
the Work where Applications for Payment may include materials or 
equipment, purchased or fabricated and stored, but not yet installed. 
a) Differentiate between items stored on-site and items stored off-

site.  Include requirements for insurance and bonded 
warehousing, if required. 

6. Provide separate line items on the Schedule of Values for initial cost of 
the materials, for each subsequent stage of completion, and for total 
installed value of that part of the Work. 

7. Unit-Cost Allowances:  Show the line-item value of unit-cost allowances, 
as a product of the unit cost, multiplied by the measured quantity.  
Estimate quantities from the best indication in the Contract Documents. 

8. Margins of Cost:  Show line items for indirect costs and margins on 
actual costs only when such items are listed individually in Applications 
for Payment.  Each item in the Schedule of Values and Applications for 
Payment shall be complete.  Include the total cost and proportionate 
share of general overhead and profit margin for each item. 
a) Temporary facilities and other major cost items that are not direct 

cost of actual work-in-place may be shown either as separate 
line items in the Schedule of Values or distributed as general 
overhead expense, at the Contractor's option. 

9. Schedule Updating:  Update and resubmit the Schedule of Values prior 
to the next Applications for Payment when Change Orders or 
Construction Change Directives result in a change in the Contract Sum. 

 
1.03 APPLICATIONS FOR PAYMENT 

A.  Contractor shall provide applications for payment for Berrien Middle School 
Interior Renovations 

B. Each Application for Payment shall be consistent with previous applications and 
payments as certified by the Architect and paid for by the Owner. 
1. The initial Application for Payment, the Application for Payment at time of 

Substantial Completion, and the final Application for Payment involve 
additional requirements. 

C. Payment-Application Times:  Each progress-payment date is indicated in the 
Agreement.  The period of construction Work covered by each Application for 
Payment is the period indicated in the Agreement. 

D. Payment-Application Times:  The date for each progress payment is the 15th day 
of each month.  The period covered by each Application for Payment starts on 
the day following the end of the preceding period and ends 15 days prior to the 
date for each progress payment. 

E. Payment-Application Forms:  Use AIA Document G702 and Continuation Sheets 
G703 as the form for Applications for Payment. 
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F. Payment-Application Forms:  Use forms provided by the Owner for Applications 
for Payment.  Sample copies are included at the end of this Section. 

G. Application Preparation:  Complete every entry on the form.  Include notarization 
and execution by a person authorized to sign legal documents on behalf of the 
Contractor.  The Architect will return incomplete applications without action. 
1. Entries shall match data on the Schedule of Values and the Contractor's 

Construction Schedule.  Use updated schedules if revisions were made. 
2. Include amounts of Change Orders and Construction Change Directives 

issued prior to the last day of the construction period covered by the 
application. 

H. Transmittal:  Submit four (4) signed and notarized original copies of each 
Application for Payment to the Architect by a method ensuring receipt within 24 
hours.  One copy shall be complete, including waivers of lien and similar 
attachments, when required. 

I. Transmit each copy with a transmittal form listing attachments and recording 
appropriate information related to the application, in a manner acceptable to the 
Architect. 

J. Waivers of Mechanics Lien:  With each Application for Payment, submit waivers 
of mechanics lien from every entity who is lawfully entitled to file a mechanics lien 
arising out of the Contract and related to the Work covered by the payment. 

K. Waivers of Mechanics Lien:  With each Application for Payment, submit waivers 
of mechanics liens from subcontractors, sub-subcontractors and suppliers for the 
construction period covered by the previous application. 
1. Submit partial waivers on each item for the amount requested, prior to 

deduction for retainage, on each item. 
2. When an application shows completion of an item, submit final or full 

waivers. 
3. The Owner reserves the right to designate which entities involved in the 

Work must submit waivers. 
4. Waiver Delays:  Submit each Application for Payment with the 

Contractor's waiver of mechanics lien for the period of construction 
covered by the application. 
a) Submit final Applications for Payment with or preceded by final 

waivers from every entity involved with performance of the Work 
covered by the application who is lawfully entitled to a lien. 

5. Waiver Forms:  Submit waivers of lien on forms, and executed in a 
manner, acceptable to the Owner. 

L. Initial Application for Payment:  Administrative actions and submittals, that must 
precede or coincide with submittal of the first Application for Payment, include the 
following: 
1. List of subcontractors. 
2. List of principal suppliers and fabricators. 
3. Schedule of Values. 
4. Contractor's Construction Schedule (preliminary if not final). 
5. Schedule of principal products. 
6. Schedule of unit prices. 
7. Submittal Schedule (preliminary if not final). 
8. List of Contractor's staff assignments. 
9. List of Contractor's principal consultants. 
10. Copies of building permits. 
11. Copies of authorizations and licenses from governing authorities for 

performance of the Work. 
12. Initial progress report. 
13. Report of preconstruction meeting. 
14. Certificates of insurance and insurance policies. 
15. Performance and payment bonds. 
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16. Data needed to acquire the Owner's insurance. 
17. Initial settlement survey and damage report, if required. 

M. Application for Payment at Substantial Completion:  Following issuance of the 
Certificate of Substantial Completion, submit an Application for Payment. 
1. This application shall reflect Certificates of Partial Substantial Completion 

issued previously for Owner occupancy of designated portions of the 
Work. 

2. Administrative actions and submittals that shall precede or coincide with 
this application include: 
a) Occupancy permits and similar approvals. 
b) Warranties (guarantees) and maintenance agreements. 
c) Test/adjust/balance records. 
d) Maintenance instructions. 
e) Meter readings. 
f) Startup performance reports. 
g) Changeover information related to Owner's occupancy, use, 

operation, and maintenance. 
h) Final cleaning. 
i) Application for reduction of retainage and consent of surety. 
j) Advice on shifting insurance coverages. 
k) Final progress photographs. 
l) List of incomplete Work, recognized as exceptions to Architect's 

Certificate of Substantial Completion. 
N. Final Payment Application:  Administrative actions and submittals that must 

precede or coincide with submittal of the final Application for Payment include the 
following: 
1. Completion of Project closeout requirements. 
2. Completion of items specified for completion after Substantial 

Completion. 
3. Ensure that unsettled claims will be settled. 
4. Ensure that incomplete Work is not accepted and will be completed 

without undue delay. 
5. Transmittal of required Project construction records to the Owner. 
6. Certified property survey. 
7. Proof that taxes, fees, and similar obligations were paid. 
8. Removal of temporary facilities and services. 
9. Removal of surplus materials, rubbish, and similar elements. 
10. Change of door locks to Owner's access. 

 
PART 2 PRODUCTS  (Not Applicable) 
 
PART 3 EXECUTION  (Not Applicable) 
 
END.
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SECTION 01030 
 

ALTERNATES 
 

PART 1 - GENERAL 
 

1.01 RELATED DOCUMENTS 
A. Drawings and general provisions of the Contract, including General and 

Supplementary Conditions and other Division 1 Specification Sections, apply to this 
Section. 

  
1.02 SUMMARY 

A. This Section includes administrative and procedural requirements governing 
Alternates. 

  
1.03 DEFINITIONS 

A. Definition:  An alternate is an amount proposed by bidders and stated on the Bid 
Form for certain work defined in the Bidding Requirements that may be added to or 
deducted from the Base Bid amount if the Owner decides to accept a 
corresponding change in either the amount of construction to be completed, or in 
the products, materials, equipment, systems, or installation methods described in 
the Contract Documents. 
1. The cost or credit for each alternate is the net addition to or deduction from 

the Contract Sum to incorporate the Alternate into the Work.  No other 
adjustments are made to the Contract Sum. 

  
1.04  PROCEDURES 

A. Coordination:  Modify or adjust affected adjacent Work as necessary to completely 
and fully integrate that Work into the Project. 
1. Include as part of each alternate, miscellaneous devices, accessory 

objects, and similar items incidental to or required for a complete 
installation whether or not mentioned as part of the Alternate. 

B. Notification:  Immediately following the award of the Contract, notify each party 
involved, in writing, of the status of each alternate.  Indicate whether alternates 
have been accepted, rejected, or deferred for later consideration.  Include a 
complete description of negotiated modifications to alternates. 

C. Execute accepted alternates under the same conditions as other Work of this 
Contract. 

D. Schedule:  A "Schedule of Alternates" is included at the end of this Section.  
Specification Sections referenced in the Schedule contain requirements for 
materials necessary to achieve the Work described under each alternate. 

  
PART 2 - PRODUCTS  (Not Applicable) 
PART 3 - EXECUTION 

 
3.01 SCHEDULE OF ALTERNATES:   

A. Additive Alternate No. 1:  Provide Telecor XL Administrative Intercom System over 
other manufacturers listed in specifications.  

 
B. Additive Alternate No. 2:  Provide remove existing flooring, prep slab and install 

carpet in spaces 169, 170, 180, 181, 182, 192, 189, 193 and 194.  
 

C. Additive Alternate 3. Cost to remove existing ceiling tiles and install new ceiling 
tiles in existing grid in spaces 102, 103, 1105, 122, 135, 160, 201, 301, 401,501 
and 542. 

END. 
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SECTION 01040 
 

COORDINATION 
 

PART 1 GENERAL 
 

1.01 SUMMARY 
A. This Section includes administrative and supervisory requirements necessary for 

coordinating construction operations including, but not necessarily limited to, the 
following: 
1. General project coordination procedures. 
2. Conservation. 
3. Coordination Drawings. 
4. Administrative and supervisory personnel. 
5. Cleaning and protection. 

B. Related Sections:  The following Sections contain requirements that relate to this 
Section: 
1. Division 1 Section "Project Meetings" for progress meetings, coordination 

meetings, and preinstallation conferences. 
2. Division 1 Section "Submittals" for preparing and submitting the 

Contractor's Construction Schedule. 
3. Division 1 Section "Materials and Equipment" for coordinating general 

installation. 
4. Division 1 Section "Contract Closeout" for coordinating contract closeout. 

 
1.02 COORDINATION 

A. Coordinate construction operations included in various Sections of these 
Specifications to assure efficient and orderly installation of each part of the Work.  
Coordinate construction operations included under different Sections that depend 
on each other for proper installation, connection, and operation. 
1. Schedule construction operations in the sequence required to obtain the 

best results where installation of one part of the Work depends on 
installation of other components, before or after its own installation. 

2. Coordinate installation of different components to assure maximum 
accessibility for required maintenance, service, and repair. 

3. Make provisions to accommodate items scheduled for later installation. 
B. Where necessary, prepare memoranda for distribution to each party involved, 

outlining special procedures required for coordination.  Include such items as 
required notices, reports, and attendance at meetings. 
1. Prepare similar memoranda for the Owner and separate contractors 

where coordination of their work is required. 
C. Administrative Procedures:  Coordinate scheduling and timing of required 

administrative procedures with other construction activities to avoid conflicts and 
assure orderly progress of the Work.  Such administrative activities include, but 
are not limited to, the following: 
1. Preparation of schedules. 
2. Installation and removal of temporary facilities. 
3. Delivery and processing of submittals. 
4. Progress meetings. 
5. Project closeout activities. 

D. Conservation:  Coordinate construction operations to assure that operations are 
carried out with consideration given to conservation of energy, water, and 
materials. 
1. Salvage materials and equipment involved in performance of, but not 

actually incorporated in, the Work. 
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1.03 SUBMITTALS 
A. Coordination Drawings:  Prepare coordination drawings where careful 

coordination is needed for installation of products and materials fabricated by 
separate entities.  Prepare coordination drawings where limited space availability 
necessitates maximum utilization of space for efficient installation of different 
components. 
1. Show the relationship of components shown on separate Shop 

Drawings. 
2. Indicate required installation sequences. 
3. Comply with requirements contained in Section "Submittals." 

B. Staff Names:  Within 15 days of commencement of construction operations, 
submit a list of the Contractor's principal staff assignments, including the 
superintendent and other personnel in attendance at Project Sites.  Identify 
individuals and their duties and responsibilities.  List both their addresses and 
telephone numbers. 
1. Post copies of the list in the Project meeting room, the temporary field 

office, and each temporary telephone. 
2.  One job superintendent for each job site will be required for this project. 

 
PART 2 PRODUCTS  (Not Applicable) 
 
PART 3 EXECUTION 
 

3.01 GENERAL COORDINATION PROVISIONS 
A. Inspection of Conditions:  Require the Installer of each major component to 

inspect both the substrate and conditions under which Work is to be performed.  
Do not proceed until unsatisfactory conditions have been corrected in an 
acceptable manner. 

B. Coordinate temporary enclosures with required inspections and tests to minimize 
the necessity of uncovering completed construction for that purpose. 

 
3.02 CLEANING AND PROTECTION 

A. Clean and protect construction in progress and adjoining materials in place, 
during handling and installation.  Apply protective covering where required to 
assure protection from damage or deterioration at Substantial Completion. 

B. Clean and provide maintenance on completed construction as frequently as 
necessary through the remainder of the construction period.  Adjust and lubricate 
operable components to assure operability without damaging effects. 

C. Limiting Exposures:  Supervise construction operations to assure that no part of 
the construction, completed or in progress, is subject to harmful, dangerous, 
damaging, or otherwise deleterious exposure during the construction period.  
Where applicable, such exposures include, but are not limited to, the following: 
1. Excessive static or dynamic loading. 
2. Excessive internal or external pressures. 
3. Excessively high or low temperatures. 
4. Thermal shock. 
5. Excessively high or low humidity. 
6. Air contamination or pollution. 
7. Water or ice. 
8. Solvents. 
9. Chemicals. 
10. Light. 
11. Radiation. 
12. Puncture. 
13. Abrasion. 
14. Heavy traffic. 
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15. Soiling, staining, and corrosion. 
16. Bacteria. 
17. Rodent and insect infestation. 
18. Combustion. 
19. Electrical current. 
20. High-speed operation. 
21. Improper lubrication. 
22. Unusual wear or other misuse. 
23. Contact between incompatible materials. 
24. Destructive testing. 
25. Misalignment. 
26. Excessive weathering. 
27. Unprotected storage. 
28. Improper shipping or handling. 
29. Theft. 
30. Vandalism. 

 
END. 
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SECTION 01200 
 

PROJECT MEETINGS 
 
PART 1 GENERAL 
 

1.01 SUMMARY 
A. This Section specifies administrative and procedural requirements for project 

meetings, including, but not limited to, the following: 
1. Preconstruction conferences. 
2. Preinstallation conferences. 
3. Progress meetings. 
4. Coordination meetings. 

B. Related Sections:  The following Sections contain requirements that relate to this 
Section: 
1. Division 1 Section "Coordination" for procedures for coordinating project 

meetings with other construction activities. 
2. Division 1 Section "Submittals" for submitting the Contractor's 

Construction Schedule. 
 

1.02 PRECONSTRUCTION CONFERENCE 
A. Schedule a preconstruction conference before starting construction, at a time 

convenient to the Owner and the Architect, but no later than 15 days after 
execution of the Agreement.  Hold the conference at the Project Site or another 
convenient location.  Conduct the meeting to review responsibilities and 
personnel assignments. 

B. Attendees:  Authorized representatives of the Owner, Architect, and their 
consultants; the Contractor and its superintendent; major subcontractors; 
manufacturers; suppliers; and other concerned parties shall attend the 
conference.  All participants at the conference shall be familiar with the Project 
and authorized to conclude matters relating to the Work. 

C. Agenda:  Discuss items of significance that could affect progress, including the 
following: 
1. Tentative construction schedule. 
2. Critical work sequencing. 
3. Designation of responsible personnel. 
4. Procedures for processing field decisions and Change Orders. 
5. Procedures for processing Applications for Payment. 
6. Distribution of Contract Documents. 
7. Submittal of Shop Drawings, Product Data, and Samples. 
8. Preparation of record documents. 
9. Use of the premises. 
10. Parking availability. 
11. Office, work, and storage areas. 
12. Equipment deliveries and priorities. 
13. Safety procedures. 
14. First aid. 
15. Security. 
16. Housekeeping. 
17. Working hours. 

 
1.03 PREINSTALLATION CONFERENCES 

A. Conduct a preinstallation conference at the Project Site before each construction 
activity that requires coordination with other construction. 

B. Attendees:  The Installer and representatives of manufacturers and fabricators 
involved in or affected by the installation, and its coordination or integration with 
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other materials and installations that have preceded or will follow, shall attend the 
meeting.  Advise the Architect of scheduled meeting dates. 
1. Review the progress of other construction activities and preparations for 

the particular activity under consideration at each preinstallation 
conference, including requirements for the following: 
a) Contract Documents. 
b) Options. 
c) Related Change Orders. 
d) Purchases. 
e) Deliveries. 
f) Shop Drawings, Product Data, and quality-control samples. 
g) Review of mockups. 
h) Possible conflicts. 
i) Compatibility problems. 
j) Time schedules. 
k) Weather limitations. 
l) Manufacturer's recommendations. 
m) Warranty requirements. 
n) Compatibility of materials. 
o) Acceptability of substrates. 
p) Temporary facilities. 
q) Space and access limitations. 
r) Governing regulations. 
s) Safety. 
t) Inspecting and testing requirements. 
u) Required performance results. 
v) Recording requirements. 
w) Protection. 

2. Record significant discussions and agreements and disagreements of 
each conference, and the approved schedule.  Promptly distribute the 
record of the meeting to everyone concerned, including the Owner and 
the Architect. 

3. Do not proceed with the installation if the conference cannot be 
successfully concluded.  Initiate whatever actions are necessary to 
resolve impediments to performance of Work and reconvene the 
conference at the earliest feasible date. 

 
1.04 PROGRESS MEETINGS 

A. Conduct progress meetings at the Project Site at regular intervals.  Notify the 
Owner and the Architect of scheduled meeting dates.  Coordinate dates of 
meetings with preparation of the payment request. 

B. Attendees:  In addition to representatives of the Owner and the Architect, each 
subcontractor, supplier, or other entity concerned with current progress or 
involved in planning, coordination, or performance of future activities shall be 
represented at these meetings.  All participants at the conference shall be 
familiar with the Project and authorized to conclude matters relating to the Work. 

C. Agenda:  Review and correct or approve minutes of the previous progress 
meeting.  Review other items of significance that could affect progress.  Include 
topics for discussion as appropriate to the status of the Project. 
1. Contractor's Construction Schedule:  Review progress since the last 

meeting.  Determine where each activity is in relation to the Contractor's 
Construction Schedule, whether on time or ahead or behind schedule.  
Determine how construction behind schedule will be expedited; secure 
commitments from parties involved to do so.  Discuss whether schedule 
revisions are required to insure that current and subsequent activities will 
be completed within the Contract Time. 
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2. Review the present and future needs of each entity present, including the 
following: 
a) Interface requirements. 
b) Time. 
c) Sequences. 
d) Status of submittals. 
e) Deliveries. 
f) Off-site fabrication problems. 
g) Access. 
h) Site utilization. 
i) Temporary facilities and services. 
j) Hours of work. 
k) Hazards and risks. 
l) Housekeeping. 
m) Quality and work standards. 
n) Change Orders. 
o) Documentation of information for payment requests. 
p) Reporting:  No later than 3 days after each meeting, distribute 

minutes of the meeting to each party present and to parties who 
should have been present.  Include a brief summary, in narrative 
form, of progress since the previous meeting and report. 

3. Schedule Updating:  Revise the Contractor's Construction Schedule after 
each progress meeting where revisions to the schedule have been made 
or recognized.  Issue the revised schedule concurrently with the report of 
each meeting. 

 
1.05 COORDINATION MEETINGS 

A. Conduct project coordination meetings at regular intervals convenient for all 
parties involved.  Project coordination meetings are in addition to specific 
meetings held for other purposes, such as regular progress meetings and special 
preinstallation meetings. 

B. Request representation at each meeting by every party currently involved in 
coordination or planning for the construction activities involved. 

C. Record meeting results and distribute copies to everyone in attendance and to 
others affected by decisions or actions resulting from each meeting. 

 
PART 2 PRODUCTS  (Not Applicable) 
 
PART 3 EXECUTION  (Not Applicable) 
 
END. 
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SECTION 01300 
 

SUBMITTALS 
 

PART 1 GENERAL 
 

1.01 SUMMARY 
A. This Section includes administrative and procedural requirements for submittals 

required for performance of the Work, including the following: 
1. Contractor's construction schedule. 
2. Submittal schedule. 
3. Daily construction reports. 
4. Shop Drawings. 
5. Product Data. 
6. Samples. 
7. Quality assurance submittals. 

B. Administrative Submittals:  Refer to other Division 1 Sections and other Contract 
Documents for requirements for administrative submittals.  Such submittals 
include, but are not limited to, the following: 
1. Permits. 
2. Applications for Payment. 
3. Performance and payment bonds. 
4. Insurance certificates. 
5. List of subcontractors. 

C. Related Sections:  The following Sections contain requirements that relate to this 
Section: 
1. Division 1 Section "Applications for Payment" specifies requirements for 

submittal of the Schedule of Values. 
2. Division 1 Section "Coordination" specifies requirements governing 

preparation and submittal of required Coordination Drawings. 
3. Division 1 Section "Project Meetings" specifies requirements for submittal 

and distribution of meeting and conference minutes. 
4. Division 1 Section "Quality Control" specifies requirements for submittal 

of inspection and test reports. 
5. Division 1 Section "Contract Closeout" specifies requirements for 

submittal of Project Record Documents and warranties at project 
closeout. 

 
1.02 DEFINITIONS 

A. Coordination Drawings show the relationship and integration of different 
construction elements that require careful coordination during fabrication or 
installation to fit in the space provided or to function as intended. 
1. Preparation of Coordination Drawings is specified in Division 1 Section 

"Coordination" and may include components previously shown in detail 
on Shop Drawings or Product Data. 

B. Field samples are full-size physical examples erected on-site to illustrate finishes, 
coatings, or finish materials.  Field samples are used to establish the standard by 
which the Work will be judged. 

C. Mockups are full-size assemblies for review of construction, coordination, testing, 
or operation; they are not Samples. 

 
1.03 SUBMITTAL PROCEDURES 

A. Electronic Submittals are preferred.  Contact Architect for procedures in 
submitting electronic documents. 

B.         Coordination:  Coordinate preparation and processing of submittals with 
performance of construction activities.  Transmit each submittal sufficiently in 
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advance of performance of related construction activities to avoid delay. 
1. Coordinate each submittal with fabrication, purchasing, testing, delivery, 

other submittals, and related activities that require sequential activity. 
2. Coordinate transmittal of different types of submittals for related 

elements of the Work so processing will not be delayed by the need to 
review submittals concurrently for coordination. 
a) The Architect reserves the right to withhold action on a submittal 

requiring coordination with other submittals until all related 
submittals are received. 

3. Processing:  To avoid the need to delay installation as a result of the 
time required to process submittals, allow sufficient time for submittal 
review, including time for resubmittals. 
a) Allow 2 weeks for initial review.  Allow additional time if the 

Architect must delay processing to permit coordination with 
subsequent submittals. 

b) If an intermediate submittal is necessary, process the same as 
the initial submittal. 

c) Allow 2 weeks for reprocessing each submittal. 
d) No extension of Contract Time will be authorized because of 

failure to transmit submittals to the Architect sufficiently in 
advance of the Work to permit processing. 

C. Submittal Preparation:  Place a permanent label or title block on each submittal 
for identification.  Indicate the name of the entity that prepared each submittal on 
the label or title block. 
1. Provide a space approximately 4 by 5 inches (100 by 125 mm) on the 

label or beside the title block on Shop Drawings to record the 
Contractor's review and approval markings and the action taken. 

2. Include the following information on the label for processing and 
recording action taken. 
a) Project name. 
b) Date. 
c) Name and address of the Architect. 
d) Name and address of the Contractor. 
e) Name and address of the subcontractor. 
f) Name and address of the supplier. 
g) Name of the manufacturer. 
h) Number and title of appropriate Specification Section. 
i) Drawing number and detail references, as appropriate. 

D. Submittal Transmittal:  Package each submittal appropriately for transmittal and 
handling.  Transmit each submittal from the Contractor to the Architect using a 
transmittal form.  The Architect will not accept submittals received from sources 
other than the Contractor. 
1. On the transmittal, record relevant information and requests for data.  On 

the form, or separate sheet, record deviations from Contract Document 
requirements, including variations and limitations.  Include Contractor's 
certification that information complies with Contract Document 
requirements. 

2. Transmittal Form:  Use AIA Document G810. 
 

1.04 CONTRACTOR'S CONSTRUCTION SCHEDULE  
A. Bar-Chart Schedule:  Prepare a fully developed, horizontal bar-chart-type, 

contractor's construction schedule.  Submit within 30 days after the date 
established for "Commencement of the Work." 
1. Provide a separate time bar for each significant construction activity.  

Provide a continuous vertical line to identify the first working day of each 
week.  Use the same breakdown of units of the Work as indicated in the 
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"Schedule of Values." 
2. Within each time bar, indicate estimated completion percentage in 10 

percent increments.  As Work progresses, place a contrasting mark in 
each bar to indicate Actual Completion. 

3. Prepare the schedule on a sheet, or series of sheets, of stable 
transparency, or other reproducible media, of sufficient width to show 
data for the entire construction period. 

4. Secure time commitments for performing critical elements of the Work 
from parties involved.  Coordinate each element on the schedule with 
other construction activities; include minor elements involved in the 
sequence of the Work.  Show each activity in proper sequence.  Indicate 
graphically the sequences necessary for completion of related portions of 
the Work. 

5. Coordinate the Contractor's Construction Schedule with the Schedule of 
Values, list of subcontracts, Submittal Schedule, progress reports, 
payment requests, and other schedules. 

6. Indicate completion in advance of the date established for Substantial 
Completion.  Indicate Substantial Completion on the schedule to allow 
time for the Architect's procedures necessary for certification of 
Substantial Completion. 

B. Phasing:  On the schedule, show how requirements for phased completion to 
permit Work by separate Contractors and partial occupancy by the Owner affect 
the sequence of Work. 

C. Work Stages:  Indicate important stages of construction for each major portion of 
the Work, including submittal review, testing, and installation. 

D. Area Separations:  Provide a separate time bar to identify each major 
construction area for each major portion of the Work.  Indicate where each 
element in an area must be sequenced or integrated with other activities. 

E. Cost Correlation:  At the head of the schedule, provide a cost correlation line, 
indicating planned and actual costs.  On the line, show dollar volume of Work 
performed as of the dates used for preparation of payment requests. 
1. Refer to Division 1 Section "Applications for Payment" for cost reporting 

and payment procedures. 
F. Distribution:  Following response to the initial submittal, print and distribute 

copies to the Architect, Owner, subcontractors, and other parties required to 
comply with scheduled dates.  Post copies in the Project meeting room and 
temporary field office. 
1. When revisions are made, distribute to the same parties and post in the 

same locations.  Delete parties from distribution when they have 
completed their assigned portion of the Work and are no longer involved 
in construction activities. 

G. Schedule Updating:  Revise the schedule after each meeting, event, or activity 
where revisions have been recognized or made.  Issue the updated schedule 
concurrently with the report of each meeting. 

 
1.05 SUBMITTAL SCHEDULE  

A. After development and acceptance of the Contractor's Construction Schedule, 
prepare a complete schedule of submittals.  Submit the schedule within 10 days 
of the date required for submittal of the Contractor's Construction Schedule. 
1. Coordinate Submittal Schedule with the list of subcontracts, Schedule of 

Values, and the list of products as well as the Contractor's Construction 
Schedule. 

2. Prepare the schedule in chronological order.  Provide the following 
information: 
a) Scheduled date for the first submittal. 
b) Related Section number. 
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c) Submittal category (Shop Drawings, Product Data, or Samples). 
d) Name of the subcontractor. 
e) Description of the part of the Work covered. 
f) Scheduled date for resubmittal. 
g) Scheduled date for the Architect's final release or approval. 

B. Distribution:  Following response to the initial submittal, print and distribute 
copies to the Architect, Owner, subcontractors, and other parties required to 
comply with submittal dates indicated.  Post copies in the Project meeting room 
and field office. 
1. When revisions are made, distribute to the same parties and post in the 

same locations.  Delete parties from distribution when they have 
completed their assigned portion of the Work and are no longer involved 
in construction activities. 

C. Schedule Updating:  Revise the schedule after each meeting or activity where 
revisions have been recognized or made.  Issue the updated schedule 
concurrently with the report of each meeting. 

 
1.06 DAILY CONSTRUCTION REPORTS  

A. Prepare a daily construction report recording the following information concerning 
events at the site, and submit duplicate copies to the Architect at weekly 
intervals: 
1. List of subcontractors at the site. 
2. Approximate count of personnel at the site. 
3. High and low temperatures, general weather conditions. 
4. Accidents and unusual events. 
5. Meetings and significant decisions. 
6. Stoppages, delays, shortages, and losses. 
7. Meter readings and similar recordings. 
8. Emergency procedures. 
9. Orders and requests of governing authorities. 
10. Change Orders received, implemented. 
11. Services connected, disconnected. 
12. Equipment or system tests and startups. 
13. Partial Completions, occupancies. 
14. Substantial Completions authorized. 

 
1.07 SHOP DRAWINGS  

A. Submit newly prepared information drawn accurately to scale.  Highlight, 
encircle, or otherwise indicate deviations from the Contract Documents.  Do not 
reproduce Contract Documents or copy standard information as the basis of 
Shop Drawings.  Standard information prepared without specific reference to the 
Project is not a Shop Drawing. 

B. Shop Drawings include fabrication and installation Drawings, setting diagrams, 
schedules, patterns, templates and similar Drawings.  Include the following 
information: 
1. Dimensions. 
2. Identification of products and materials included by sheet and detail 

number. 
3. Compliance with specified standards. 
4. Notation of coordination requirements. 
5. Notation of dimensions established by field measurement. 
6. Sheet Size:  Except for templates, patterns and similar full-size 

Drawings, submit Shop Drawings on sheets at least 8-1/2 by 11 inches 
but no larger than 36 by 48 inches. 

7. Submittal:  Submit 3, one of the prints returned shall be marked up and 
maintained as a "Record Document." 
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8. Do not use Shop Drawings without an appropriate final stamp indicating 
action taken. 

9. Shop drawings will not be accepted without contractors review stamp 
and comments. 

 
1.08 PRODUCT DATA  

A. Collect Product Data into a single submittal for each element of construction or 
system.  Product Data includes printed information, such as manufacturer's 
installation instructions, catalog cuts, standard color charts, roughing-in diagrams 
and templates, standard wiring diagrams, and performance curves. 
1. Mark each copy to show applicable choices and options.  Where printed 

Product Data includes information on several products that are not 
required, mark copies to indicate the applicable information.  Include the 
following information: 
a) Manufacturer's printed recommendations. 
b) Compliance with trade association standards. 
c) Compliance with recognized testing agency standards. 
d) Application of testing agency labels and seals. 
e) Notation of dimensions verified by field measurement. 
f) Notation of coordination requirements. 

2. Do not submit Product Data until compliance with requirements of the 
Contract Documents has been confirmed. 

3. Preliminary Submittal:  Submit a preliminary single copy of Product Data 
where selection of options is required. 

4. Submittals:  Submit 2 copies of each required submittal; submit 4 copies 
where required for maintenance manuals.  The Architect will retain one 
and will return the other marked with action taken and corrections or 
modifications required. 
a) Unless noncompliance with Contract Document provisions is 

observed, the submittal may serve as the final submittal. 
5. Distribution:  Furnish copies of final submittal to installers, 

subcontractors, suppliers, manufacturers, fabricators, and others 
required for performance of construction activities.  Show distribution on 
transmittal forms. 
a) Do not proceed with installation until a copy of Product Data is in 

the Installer's possession. 
b) Do not permit use of unmarked copies of Product Data in 

connection with construction. 
 

1.09 SAMPLES  
A. Submit full-size, fully fabricated Samples cured and finished as specified and 

physically identical with the material or product proposed.  Samples include 
partial sections of manufactured or fabricated components, cuts or containers of 
materials, color range sets, and swatches showing color, texture, and pattern. 
1. Mount or display Samples in the manner to facilitate review of qualities 

indicated.  Prepare Samples to match the Architect's sample.  Include 
the following: 
a) Specification Section number and reference. 
b) Generic description of the Sample. 
c) Sample source. 
d) Product name or name of the manufacturer. 
e) Compliance with recognized standards. 
f) Availability and delivery time. 

2. Submit Samples for review of size, kind, color, pattern, and texture.  
Submit Samples for a final check of these characteristics with other 
elements and a comparison of these characteristics between the final 
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submittal and the actual component as delivered and installed. 
a) Where variation in color, pattern, texture, or other characteristic 

is inherent in the material or product represented, submit at least 
3 multiple units that show approximate limits of the variations. 

b) Refer to other Specification Sections for requirements for 
Samples that illustrate workmanship, fabrication techniques, 
details of assembly, connections, operation, and similar 
construction characteristics. 

c) Refer to other Sections for Samples to be returned to the 
Contractor for incorporation in the Work.  Such Samples must be 
undamaged at time of use.  On the transmittal, indicate special 
requests regarding disposition of Sample submittals. 

d) Samples not incorporated into the Work, or otherwise designated 
as the Owner's property, are the property of the Contractor and 
shall be removed from the site prior to Substantial Completion. 

3. Preliminary Submittals:  Submit a full set of choices where Samples are 
submitted for selection of color, pattern, texture, or similar characteristics 
from a range of standard choices. 
a) The Architect will review and return preliminary submittals with 

the Architect's notation, indicating selection and other action. 
4. Submittals:  Except for Samples illustrating assembly details, 

workmanship, fabrication techniques, connections, operation, and similar 
characteristics, submit 3 sets.  The Architect will return one set marked 
with the action taken. 

5. Maintain sets of Samples, as returned, at the Project Site, for quality 
comparisons throughout the course of construction. 
a) Unless noncompliance with Contract Document provisions is 

observed, the submittal may serve as the final submittal. 
b) Sample sets may be used to obtain final acceptance of the 

construction associated with each set. 
B. Distribution of Samples:  Prepare and distribute additional sets to subcontractors, 

manufacturers, fabricators, suppliers, installers, and others as required for 
performance of the Work.  Show distribution on transmittal forms. 
1. Field samples are full-size examples erected on-site to illustrate finishes, 

coatings, or finish materials and to establish the Project standard. 
a) Comply with submittal requirements to the fullest extent possible.  

Process transmittal forms to provide a record of activity. 
 

1.10 QUALITY ASSURANCE SUBMITTALS  
A. Submit quality-control submittals, including design data, certifications, 

manufacturer's instructions, manufacturer's field reports, and other quality-control 
submittals as required under other Sections of the Specifications. 

B. Certifications:  Where other Sections of the Specifications require certification 
that a product, material, or installation complies with specified requirements, 
submit a notarized certification from the manufacturer certifying compliance with 
specified requirements. 
1. Signature:  Certification shall be signed by an officer of the manufacturer 

or other individual authorized to sign documents on behalf of the 
company. 

C. Inspection and Test Reports:  Requirements for submittal of inspection and test 
reports from independent testing agencies are specified in Division 1 Section 
"Quality Control." 

 
1.11 ARCHITECT'S ACTION 

A. Except for submittals for the record or information, where action and return is 
required, the Architect will review each submittal, mark to indicate action taken, 
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and return promptly. 
1. Compliance with specified characteristics is the Contractor's 

responsibility. 
B. Action Stamp:  The Architect will stamp each submittal with a uniform, action 

stamp.  The Architect will mark the stamp appropriately to indicate the action 
taken, as follows: 
1. Final Unrestricted Release:  When the Architect marks a submittal 

"Approved," the Work covered by the submittal may proceed provided it 
complies with requirements of the Contract Documents.  Final payment 
depends on that compliance. 

2. Final-But-Restricted Release:  When the Architect marks a submittal 
"Approved as Noted," the Work covered by the submittal may proceed 
provided it complies with notations or corrections on the submittal and 
requirements of the Contract Documents.  Final payment depends on 
that compliance. 

3. Returned for Resubmittal:  When the Architect marks a submittal "Not 
Approved, Revise and Resubmit," do not proceed with Work covered by 
the submittal, including purchasing, fabrication, delivery, or other activity.  
Revise or prepare a new submittal according to the notations; resubmit 
without delay.  Repeat if necessary to obtain different action mark. 
a) Do not use, or allow others to use, submittals marked "Not 

Approved, Revise and Resubmit" at the Project Site or 
elsewhere where Work is in progress. 

4. Other Action:  Where a submittal is for information or record purposes or 
special processing or other activity, the Architect will return the submittal 
marked "Action Not Required." 

C. Unsolicited Submittals:  The Architect will return unsolicited submittals to the 
sender without action. 

 
PART 2 PRODUCTS  (Not Applicable) 
 
PART 3 EXECUTION  (Not Applicable) 
 
END. 
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SECTION 01400 
 

QUALITY CONTROL 
 

PART 1 GENERAL 
 

1.01 SUMMARY 
A. This Section includes administrative and procedural requirements for quality-

control services. 
B. Quality-control services include inspections, tests, and related actions, including 

reports performed by Contractor, by independent agencies, and by governing 
authorities.  They do not include contract enforcement activities performed by 
Architect. 

C. Inspection and testing services are required to verify compliance with 
requirements specified or indicated.  These services do not relieve Contractor 
of responsibility for compliance with Contract Document requirements. 

D. Requirements of this Section relate to customized fabrication and installation 
procedures, not production of standard products. 
1. Specific quality-control requirements for individual construction activities 

are specified in the Sections that specify those activities.  Requirements 
in those Sections may also cover production of standard products. 

2. Specified inspections, tests, and related actions do not limit Contractor's 
quality-control procedures that facilitate compliance with Contract 
Document requirements. 

3. Requirements for Contractor to provide quality-control services required 
by Architect, Owner, or authorities having jurisdiction are not limited by 
provisions of this Section. 

E. Related Sections:  The following Sections contain requirements that relate to this 
Section: 
1. Division 1 Section "Submittals" specifies requirements for development 

of a schedule of required tests and inspections. 
 

1.02 RESPONSIBILITIES 
A. Contractor Responsibilities:  Unless otherwise indicated as the responsibility of 

another identified entity, Contractor shall provide inspections, tests, and other 
quality-control services specified elsewhere in the Contract Documents and 
required by authorities having jurisdiction.  Costs for these services are included 
in the Contract Sum. 
1. Where individual Sections specifically indicate that certain inspections, 

tests, and other quality-control services are the Contractor's 
responsibility, the Contractor shall employ and pay a qualified 
independent testing agency to perform quality-control services.  Costs for 
these services are included in the Contract Sum. 

2. Where individual Sections specifically indicate that certain inspections, 
tests, and other quality-control services are the Owner's responsibility, 
the Owner will employ and pay a qualified independent testing agency to 
perform those services. 

B. Retesting:  The Contractor is responsible for retesting where results of 
inspections, tests, or other quality-control services prove unsatisfactory and 
indicate noncompliance with Contract Document requirements, regardless of 
whether the original test was Contractor's responsibility. 
1. The cost of retesting construction, revised or replaced by the Contractor, 

is the Contractor's responsibility where required tests performed on 
original construction indicated noncompliance with Contract Document 
requirements. 

C. Associated Services:  Cooperate with agencies performing required inspections, 
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tests, and similar services, and provide reasonable auxiliary services as 
requested.  Notify the agency sufficiently in advance of operations to permit 
assignment of personnel.  Auxiliary services required include, but are not limited 
to, the following: 
1. Provide access to the Work. 
2. Furnish incidental labor and facilities necessary to facilitate inspections 

and tests. 
3. Take adequate quantities of representative samples of materials that 

require testing or assist the agency in taking samples. 
4. Provide facilities for storage and curing of test samples. 
5. Deliver samples to testing laboratories. 
6. Provide the agency with a preliminary design mix proposed for use for 

materials mixes that require control by the testing agency. 
7. Provide security and protection of samples and test equipment at the 

Project Site. 
D. Duties of the Testing Agency:  The independent agency engaged to perform 

inspections, sampling, and testing of materials and construction specified in 
individual Sections shall cooperate with the Architect and the Contractor in 
performance of the agency's duties.  The testing agency shall provide qualified 
personnel to perform required inspections and tests. 
1. The agency shall notify the Architect and the Contractor promptly of 

irregularities or deficiencies observed in the Work during performance of 
its services. 

2. The agency is not authorized to release, revoke, alter, or enlarge 
requirements of the Contract Documents or approve or accept any 
portion of the Work. 

3. The agency shall not perform any duties of the Contractor. 
E. Coordination:  Coordinate the sequence of activities to accommodate required 

services with a minimum of delay.  Coordinate activities to avoid the necessity of 
removing and replacing construction to accommodate inspections and tests. 
1. The Contractor is responsible for scheduling times for inspections, tests, 

taking samples, and similar activities. 
 

1.03 SUBMITTALS 
A. Unless the Contractor is responsible for this service, the independent testing 

agency shall submit a certified written report, in duplicate, of each inspection, 
test, or similar service to the Architect.  If the Contractor is responsible for the 
service, submit a certified written report, in duplicate, of each inspection, test, or 
similar service through the Contractor. 
1. Submit additional copies of each written report directly to the governing 

authority, when the authority so directs. 
2. Report Data:  Written reports of each inspection, test, or similar service 

include, but are not limited to, the following: 
a) Date of issue. 
b) Project title and number. 
c) Name, address, and telephone number of testing agency. 
d) Dates and locations of samples and tests or inspections. 
e) Names of individuals making the inspection or test. 
f) Designation of the Work and test method. 
g) Identification of product and Specification Section. 
h) Complete inspection or test data. 
i) Test results and an interpretation of test results. 
j) Ambient conditions at the time of sample taking and testing. 
k) Comments or professional opinion on whether inspected or 

tested Work complies with Contract Document requirements. 
l) Name and signature of laboratory inspector. 
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m) Recommendations on retesting. 
 

1.04 QUALITY ASSURANCE 
A. Qualifications for Service Agencies:  Engage inspection and testing service 

agencies, including independent testing laboratories, that are prequalified as 
complying with the American Council of Independent Laboratories' 
"Recommended Requirements for Independent Laboratory Qualification" and 
that specialize in the types of inspections and tests to be performed. 
1. Each independent inspection and testing agency engaged on the Project 

shall be authorized by authorities having jurisdiction to operate in the 
state where the Project is located. 

 
PART 2 PRODUCTS  (Not Applicable) 
 
PART 3 EXECUTION 
 

3.01 REPAIR AND PROTECTION 
A. General:  Upon completion of inspection, testing, sample taking and similar 

services, repair damaged construction and restore substrates and finishes.  
Comply with Contract Document requirements for Division 1 Section "Cutting and 
Patching." 

B. Protect construction exposed by or for quality-control service activities, and 
protect repaired construction. 

C. Repair and protection is Contractor's responsibility, regardless of the assignment 
of responsibility for inspection, testing, or similar services. 

 
END. 
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SECTION 01500 
 

CONSTRUCTION FACILITIES AND TEMPORARY CONTROLS 
 

PART 1 GENERAL 
 

1.01 SUMMARY 
A. This Section includes requirements for construction facilities and temporary 

controls, including temporary utilities, support facilities, and security and 
protection. 

B. Temporary utilities include, but are not limited to, the following: 
1. Water service and distribution. 
2. Temporary electric power and light. 
3. Temporary heat. 
4. Ventilation. 
5. Sanitary facilities, including drinking water. 
6. Storm and sanitary sewer. 

C. Support facilities include, but are not limited to, the following: 
1. Temporary roads and paving. 
2. Dewatering facilities and drains. 
3. Temporary enclosures. 
4. Temporary project identification signs and bulletin boards. 
5. Waste disposal services. 
6. Rodent and pest control. 
7. Construction aids and miscellaneous services and facilities. 

D. Security and protection facilities include, but are not limited to, the following: 
1. Temporary fire protection. 
2. Barricades, warning signs, and lights. 
3. Sidewalk bridge or enclosure fence for the site. 
4. Environmental protection. 

 
1.02 SUBMITTALS 

A. Temporary Utilities:  Submit reports of tests, inspections, meter readings, and 
similar procedures performed on temporary utilities. 

B. Implementation and Termination Schedule:  Within 15 days of the date 
established for commencement of the Work, submit a schedule indicating 
implementation and termination of each temporary utility. 

 
1.03 QUALITY ASSURANCE 

A. Regulations:  Comply with industry standards and applicable laws and 
regulations of authorities having jurisdiction including, but not limited to, the 
following: 
1. Building code requirements. 
2. Health and safety regulations. 
3. Utility company regulations. 
4. Police, fire department, and rescue squad rules. 
5. Environmental protection regulations. 

B. Standards:  Comply with NFPA 241 "Standard for Safeguarding Construction, 
Alterations, and Demolition Operations," ANSI A10 Series standards for "Safety 
Requirements for Construction and Demolition," and NECA Electrical Design 
Library "Temporary Electrical Facilities." 
1. Electrical Service:  Comply with NEMA, NECA, and UL standards and 

regulations for temporary electric service.  Install service in compliance 
with NFPA 70 "National Electric Code." 

C. Inspections:  Arrange for authorities having jurisdiction to inspect and test each 
temporary utility before use.  Obtain required certifications and permits. 
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1.04 PROJECT CONDITIONS 

A. Temporary Utilities:  Prepare a schedule indicating dates for implementation and 
termination of each temporary utility.  At the earliest feasible time, when 
acceptable to the Owner, change over from use of temporary service to use of 
permanent service. 

B. Conditions of Use:  Keep temporary services and facilities clean and neat in 
appearance.  Operate in a safe and efficient manner.  Relocate temporary 
services and facilities as the Work progresses.  Do not overload facilities or 
permit them to interfere with progress.  Take necessary fire-prevention 
measures.  Do not allow hazardous, dangerous, or unsanitary conditions, or 
public nuisances to develop or persist on-site. 

 
PART 2 PRODUCTS 
 

2.01 MATERIALS 
A. General:  Provide new materials.  If acceptable to the Architect, the Contractor 

may use undamaged, previously used materials in serviceable condition.  
Provide materials suitable for use intended. 

B. Lumber and Plywood:  Comply with requirements in Division 6 Section "Rough 
Carpentry." 
1. For job-built temporary offices, shops, and sheds within the construction 

area, provide UL-labeled, fire-treated lumber and plywood for framing, 
sheathing, and siding. 

2. For signs and directory boards, provide exterior-type, Grade B-B high-
density concrete form overlay plywood of sizes and thicknesses 
indicated. 

3. For fences and vision barriers, provide minimum 3/8-inch- (9.5-mm-) 
thick exterior plywood. 

4. For safety barriers, sidewalk bridges, and similar uses, provide minimum 
5/8-inch- (16-mm-) thick exterior plywood. 

C. Gypsum Wallboard:  Provide gypsum wallboard on interior walls of temporary 
offices. 

D. Roofing Materials:  Provide UL Class A standard-weight asphalt shingles or UL 
Class C mineral-surfaced roll roofing on roofs of job-built temporary offices, 
shops, and sheds. 

E. Paint:  Comply with requirements of Division 9 Section "Painting." 
1. For job-built temporary offices, shops, sheds, fences, and other exposed 

lumber and plywood, provide exterior-grade acrylic-latex emulsion over 
exterior primer. 

2. For sign panels and applying graphics, provide exterior-grade alkyd 
gloss enamel over exterior primer. 

3. For interior walls of temporary offices, provide 2 coats interior latex-flat 
wall paint. 

F. Tarpaulins:  Provide waterproof, fire-resistant, UL-labeled tarpaulins with flame-
spread rating of 15 or less.  For temporary enclosures, provide translucent, 
nylon-reinforced, laminated polyethylene or polyvinyl chloride, fire-retardant 
tarpaulins. 

G. Water:  Provide potable water approved by local health authorities. 
H. Construction Fencing:  Refer to Specification 02100 for Temporary Fences and 

Gates. 
 

2.02 EQUIPMENT 
A. General:  Provide new equipment.  If acceptable to the Architect, the Contractor 

may use undamaged, previously used equipment in serviceable condition.  
Provide equipment suitable for use intended. 
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B. Water Hoses:  Provide 3/4-inch (19-mm), heavy-duty, abrasion-resistant, flexible 
rubber hoses 100 feet (30 m) long, with pressure rating greater than the 
maximum pressure of the water distribution system.  Provide adjustable shutoff 
nozzles at hose discharge. 

C. Electrical Outlets:  Provide properly configured, NEMA-polarized outlets to 
prevent insertion of 110- to 120-Volt plugs into higher voltage outlets.  Provide 
receptacle outlets equipped with ground-fault circuit interrupters, reset button, 
and pilot light for connection of power tools and equipment. 

D. Electrical Power Cords:  Provide grounded extension cords.  Use hard-service 
cords where exposed to abrasion and traffic.  Provide waterproof connectors to 
connect separate lengths of electric cords if single lengths will not reach areas 
where construction activities are in progress.  Do not exceed safe length-voltage 
ratio. 

E. Lamps and Light Fixtures:  Provide general service incandescent lamps of 
wattage required for adequate illumination.  Provide guard cages or tempered-
glass enclosures where exposed to breakage.  Provide exterior fixtures where 
exposed to moisture. 

F. Heating Units:  Provide temporary heating units that have been tested and 
labeled by UL, FM, or another recognized trade association related to the type of 
fuel being consumed. 

G. Temporary Offices:  Provide prefabricated or mobile units or similar job-built 
construction with lockable entrances, operable windows, and serviceable 
finishes.  Provide heated and air-conditioned units on foundations adequate for 
normal loading. 

H. Temporary Toilet Units:  Provide self-contained, single-occupant toilet units of the 
chemical, aerated recirculation, or combustion type.  Provide units properly 
vented and fully enclosed with a glass-fiber-reinforced polyester shell or similar 
nonabsorbent material. 

I. Fire Extinguishers:  Provide hand-carried, portable, UL-rated, Class A fire 
extinguishers for temporary offices and similar spaces.  In other locations, 
provide hand-carried, portable, UL-rated, Class ABC, dry-chemical extinguishers 
or a combination of extinguishers of NFPA-recommended classes for the 
exposures. 
1. Comply with NFPA 10 and NFPA 241 for classification, extinguishing 

agent, and size required by location and class of fire exposure. 
 
PART 3 EXECUTION 
 

3.01 INSTALLATION 
A. Use qualified personnel for installation of temporary facilities.  Locate facilities 

where they will serve the Project adequately and result in minimum interference 
with performance of the Work.  Relocate and modify facilities as required. 

B. Provide each facility ready for use when needed to avoid delay.  Maintain and 
modify as required.  Do not remove until facilities are no longer needed or are 
replaced by authorized use of completed permanent facilities. 

 
3.02 TEMPORARY UTILITY INSTALLATION 

A. General:  Engage the appropriate local utility company to install temporary 
service or connect to existing service.  Where company provides only part of the 
service, provide the remainder with matching, compatible materials and 
equipment.  Comply with company recommendations. 
1. Arrange with company and existing users for a time when service can be 

interrupted, if necessary, to make connections for temporary services. 
2. Provide adequate capacity at each stage of construction.  Prior to 

temporary utility availability, provide trucked-in services. 
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3. Obtain easements to bring temporary utilities to the site where the 
Owner's easements cannot be used for that purpose. 

4. Use Charges:  Cost or use charges for temporary facilities are not 
chargeable to the Owner or Architect.  Neither the Owner nor Architect 
will accept cost or use charges as a basis of claims for Change Orders. 

B. Water Service:  Install water service and distribution piping of sizes and 
pressures adequate for construction until permanent water service is in use. 
1. Sterilization:  Sterilize temporary water piping prior to use. 

C. Temporary Electric Power Service:  Provide weatherproof, grounded electric 
power service and distribution system of sufficient size, capacity, and power 
characteristics during construction period.  Include meters, transformers, 
overload-protected disconnects, automatic ground-fault interrupters, and main 
distribution switch gear. 
1. Install electric power service underground, except where overhead 

service must be used. 
2. Power Distribution System:  Install wiring overhead and rise vertically 

where least exposed to damage.  Where permitted, wiring circuits not 
exceeding 125 Volts, ac 20 Ampere rating, and lighting circuits may be 
nonmetallic sheathed cable where overhead and exposed for 
surveillance. 

D. Temporary Lighting:  When overhead floor or roof deck has been installed, 
provide temporary lighting with local switching. 
1. Install and operate temporary lighting that will fulfill security and 

protection requirements without operating the entire system.  Provide 
temporary lighting that will provide adequate illumination for construction 
operations and traffic conditions. 

E. Temporary Heat:  Provide temporary heat required by construction activities for 
curing or drying of completed installations or for protection of installed 
construction from adverse effects of low temperatures or high humidity.  Select 
safe equipment that will not have a harmful effect on completed installations or 
elements being installed.  Coordinate ventilation requirements to produce the 
ambient condition required and minimize consumption of energy. 

F. Heating Facilities:  Except where the Owner authorizes use of the permanent 
system, provide vented, self-contained, LP-gas or fuel-oil heaters with individual 
space thermostatic control. 
1. Use of gasoline-burning space heaters, open flame, or salamander 

heating units is prohibited. 
G. Temporary Telephones:  Provide temporary telephone service throughout the 

construction period for all personnel engaged in construction activities.  Install 
telephone on a separate line for each temporary office and first-aid station. 
1. Separate Telephone Lines:  Provide additional telephone lines for the 

following: 
a) Where an office has more than 2 occupants, install a telephone 

for each additional occupant or pair of occupants. 
b) Provide a dedicated telephone line for a fax machine in the field 

office. 
c) Provide a separate line for the Owner's use. 

 
2. At each telephone, post a list of important telephone numbers. 

H. Sanitary facilities include temporary toilets, wash facilities, and drinking-water 
fixtures.  Comply with regulations and health codes for the type, number, 
location, operation, and maintenance of fixtures and facilities.  Install where 
facilities will best serve the Project's needs. 
1. Provide toilet tissue, paper towels, paper cups, and similar disposable 

materials for each facility.  Provide covered waste containers for used 
material. 
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I. Toilets:  Install self-contained toilet units.  Shield toilets to ensure privacy.  Use of 
pit-type privies will not be permitted. 
1. Provide separate facilities for male and female personnel. 

J. Wash Facilities:  Install wash facilities supplied with potable water at convenient 
locations for personnel involved in handling materials that require wash-up for a 
healthy and sanitary condition.  Dispose of drainage properly.  Supply cleaning 
compounds appropriate for each condition. 
1. Provide safety showers, eyewash fountains, and similar facilities for 

convenience, safety, and sanitation of personnel. 
K. Drinking-Water Fixtures:  Provide drinking-water fountains where indicated, 

including paper cup supply. 
L. Drinking-Water Facilities:  Provide containerized, tap-dispenser, bottled-water 

drinking-water units, including paper supply. 
1. Where power is accessible, provide electric water coolers to maintain 

dispensed water temperature at 45 to 55 deg F (7 to 13 deg C). 
M. Sewers and Drainage:  If sewers are available, provide temporary connections to 

remove effluent that can be discharged lawfully.  If sewers are not available or 
cannot be used, provide drainage ditches, dry wells, stabilization ponds, and 
similar facilities.  If neither sewers nor drainage facilities can be lawfully used for 
discharge of effluent, provide containers to remove and dispose of effluent off-
site in a lawful manner. 
1. Filter out excessive amounts of soil, construction debris, chemicals, oils, 

and similar contaminants that might clog sewers or pollute waterways 
before discharge. 

2. Connect temporary sewers to the municipal system, as directed by 
sewer department officials. 

3. Maintain temporary sewers and drainage facilities in a clean, sanitary 
condition.  Following heavy use, restore normal conditions promptly. 

N. Provide earthen embankments and similar barriers in and around excavations 
and subgrade construction, sufficient to prevent flooding by runoff of storm water 
from heavy rains. 

 
3.03 SUPPORT FACILITIES INSTALLATION 

A. Storage and Fabrication Sheds:  Install storage and fabrication sheds sized, 
furnished, and equipped to accommodate materials and equipment involved, 
including temporary utility service.  Sheds may be open shelters or fully enclosed 
spaces within the building or elsewhere on-site. 

B. Temporary Paving:  Construct and maintain temporary roads and paving to 
support the indicated loading adequately and to withstand exposure to traffic 
during the construction period.  Locate temporary paving for roads, storage 
areas, and parking where the same permanent facilities will be located.  Review 
proposed modifications to permanent paving with the Architect. 
1. Paving:  Comply with Division 2 Section "Hot-Mixed Asphalt Paving" for 

construction and maintenance of temporary paving. 
2. Coordinate temporary paving development with subgrade grading, 

compaction, installation and stabilization of subbase, and installation of 
base and finish courses of permanent paving. 

3. Install temporary paving to minimize the need to rework the installations 
and to result in permanent roads and paved areas without damage or 
deterioration when occupied by the Owner. 

4. Delay installation of the final course of permanent asphalt concrete 
paving until immediately before Substantial Completion.  Coordinate with 
weather conditions to avoid unsatisfactory results. 

5. Extend temporary paving in and around the construction area as 
necessary to accommodate delivery and storage of materials, equipment 
usage, administration, and supervision. 
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C. Dewatering Facilities and Drains:  For temporary drainage and dewatering 
facilities and operations not directly associated with construction activities 
included under individual Sections, comply with dewatering requirements of 
applicable Division 2 Sections.  Where feasible, utilize the same facilities.  
Maintain the site, excavations, and construction free of water. 

D. Temporary Enclosures:  Provide temporary enclosures for protection of 
construction, in progress and completed, from exposure, foul weather, other 
construction operations, and similar activities. 
1. Where heat is needed and the permanent building enclosure is not 

complete, provide temporary enclosures where there is no other 
provision for containment of heat.  Coordinate enclosure with ventilating 
and material drying or curing requirements to avoid dangerous conditions 
and effects. 

2. Install tarpaulins securely, with incombustible wood framing and other 
materials.  Close openings of 25 sq. ft. (2.3 sq. m) or less with plywood 
or similar materials. 

3. Close openings through floor or roof decks and horizontal surfaces with 
load-bearing, wood-framed construction. 

4. Where temporary wood or plywood enclosure exceeds 100 sq. ft. (9.2 
sq. m) in area, use UL-labeled, fire-retardant-treated material for framing 
and main sheathing. 

E. Temporary Lifts and Hoists:  Provide facilities for hoisting materials and 
employees.  Truck cranes and similar devices used for hoisting materials are 
considered "tools and equipment" and not temporary facilities. 

F. Project Identification and Temporary Signs:  Prepare project identification and 
other signs of size indicated.  Install signs where indicated to inform the public 
and persons seeking entrance to the Project.  Support on posts or framing of 
preservative-treated wood or steel.  Do not permit installation of unauthorized 
signs. 
1. Temporary Signs:  Prepare signs to provide directional information to 

construction personnel and visitors. 
G. Temporary Exterior Lighting:  Install exterior yard and sign lights so signs are 

visible when Work is being performed. 
H. Collection and Disposal of Waste:  Collect waste from construction areas and 

elsewhere daily.  Comply with requirements of NFPA 241 for removal of 
combustible waste material and debris.  Enforce requirements strictly.  Do not 
hold materials more than 7 days during normal weather or 3 days when the 
temperature is expected to rise above 80 deg F (27 deg C).  Handle hazardous, 
dangerous, or unsanitary waste materials separately from other waste by 
containerizing properly.  Dispose of material lawfully. 

I. Rodent and Pest Control:  Before deep foundation work has been completed, 
retain a local exterminator or pest control company to recommend practices to 
minimize attraction and harboring of rodents, roaches, and other pests.  Employ 
this service to perform extermination and control procedures at regular intervals 
so the Project will be free of pests and their residues at Substantial Completion.  
Perform control operations lawfully, using environmentally safe materials. 

J. Stairs:  Until permanent stairs are available, provide temporary stairs where 
ladders are not adequate.  Cover finished, permanent stairs with a protective 
covering of plywood or similar material so finishes will be undamaged at the time 
of acceptance. 

 
 

3.04 SECURITY AND PROTECTION FACILITIES INSTALLATION 
A. Except for use of permanent fire protection as soon as available, do not change 

over from use of temporary security and protection facilities to permanent 
facilities until Substantial Completion, or longer, as requested by the Architect. 
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B. Temporary Fire Protection:  Until fire-protection needs are supplied by permanent 
facilities, install and maintain temporary fire-protection facilities of the types 
needed to protect against reasonably predictable and controllable fire losses.  
Comply with NFPA 10 "Standard for Portable Fire Extinguishers" and NFPA 241 
"Standard for Safeguarding Construction, Alterations, and Demolition 
Operations." 
1. Locate fire extinguishers where convenient and effective for their 

intended purpose, but not less than one extinguisher on each floor at or 
near each usable stairwell. 

2. Store combustible materials in containers in fire-safe locations. 
3. Maintain unobstructed access to fire extinguishers, fire hydrants, 

temporary fire-protection facilities, stairways, and other access routes for 
fighting fires.  Prohibit smoking in hazardous fire-exposure areas. 

4. Provide supervision of welding operations, combustion-type temporary 
heating units, and similar sources of fire ignition. 

C. Permanent Fire Protection:  At the earliest feasible date in each area of the 
Project, complete installation of the permanent fire-protection facility, including 
connected services, and place into operation and use.  Instruct key personnel on 
use of facilities. 

D. Barricades, Warning Signs, and Lights:  Comply with standards and code 
requirements for erection of structurally adequate barricades.  Paint with 
appropriate colors, graphics, and warning signs to inform personnel and the 
public of the hazard being protected against.  Where appropriate and needed, 
provide lighting, including flashing red or amber lights. 

E. Enclosure Fence:  Before excavation begins, install an enclosure fence with 
lockable entrance gates.  Locate where indicated, or enclose the entire site or the 
portion determined sufficient to accommodate construction operations.  Install in 
a manner that will prevent people, dogs, and other animals from easily entering 
the site, except by the entrance gates. 
1. Provide open-mesh, chainlink fencing with posts set in a compacted 

mixture of gravel and earth. 
2. Provide plywood fence, 8 feet (2.5 m) high, framed with four 2-by-4-inch 

(50-by-100-mm) rails, and preservative-treated wood posts spaced not 
more than 8 feet (2.5 m) apart. 

F. Security Enclosure and Lockup:  Install substantial temporary enclosure of 
partially completed areas of construction.  Provide locking entrances to prevent 
unauthorized entrance, vandalism, theft, and similar violations of security. 
1. Storage:  Where materials and equipment must be stored, and are of 

value or attractive for theft, provide a secure lockup.  Enforce discipline 
in connection with the installation and release of material to minimize the 
opportunity for theft and vandalism. 

G. Environmental Protection:  Provide protection, operate temporary facilities, and 
conduct construction in ways and by methods that comply with environmental 
regulations, and minimize the possibility that air, waterways, and subsoil might be 
contaminated or polluted or that other undesirable effects might result.  Avoid use 
of tools and equipment that produce harmful noise.  Restrict use of noise-making 
tools and equipment to hours that will minimize complaints from persons or firms 
near the site. 

 
3.05 OPERATION, TERMINATION, AND REMOVAL 

A. Supervision:  Enforce strict discipline in use of temporary facilities.  Limit 
availability of temporary facilities to essential and intended uses to minimize 
waste and abuse. 

B. Maintenance:  Maintain facilities in good operating condition until removal.  
Protect from damage by freezing temperatures and similar elements. 
1. Maintain operation of temporary enclosures, heating, cooling, humidity 
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control, ventilation, and similar facilities on a 24-hour basis where 
required to achieve indicated results and to avoid possibility of damage. 

2. Protection:  Prevent water-filled piping from freezing.  Maintain markers 
for underground lines.  Protect from damage during excavation 
operations. 

C. Termination and Removal:  Unless the Architect requests that it be maintained 
longer, remove each temporary facility when the need has ended, when replaced 
by authorized use of a permanent facility, or no later than Substantial 
Completion.  Complete or, if necessary, restore permanent construction that may 
have been delayed because of interference with the temporary facility.  Repair 
damaged Work, clean exposed surfaces, and replace construction that cannot be 
satisfactorily repaired. 
1. Materials and facilities that constitute temporary facilities are the 

Contractor's property.  The Owner reserves the right to take possession 
of project identification signs. 

2. Remove temporary paving not intended for or acceptable for integration 
into permanent paving.  Where the area is intended for landscape 
development, remove soil and aggregate fill that do not comply with 
requirements for fill or subsoil in the area.  Remove materials 
contaminated with road oil, asphalt and other petrochemical compounds, 
and other substances that might impair growth of plant materials or 
lawns.  Repair or replace street paving, curbs, and sidewalks at the 
temporary entrances, as required by the governing authority. 

3. At Substantial Completion, clean and renovate permanent facilities used 
during the construction period including, but not limited to, the following: 
a) Replace air filters and clean inside of ductwork and housings. 
b) Replace significantly worn parts and parts subject to unusual 

operating conditions. 
c) Replace lamps burned out or noticeably dimmed by hours of 

use. 
  
END. 
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SECTION 01600 
 

MATERIALS AND EQUIPMENT 
 

PART 1 GENERAL 
 

1.01 SUMMARY 
A. This Section includes administrative and procedural requirements governing the 

Contractor's selection of products for use in the Project. 
1. Multiple Prime Contracts:  Provisions of this Section apply to the 

construction activities of each prime contractor. 
B. Related Sections:  The following Sections contain requirements that relate to this 

Section: 
1. Division 1 Section "Submittals" specifies requirements for submittal of the 

Contractor's Construction Schedule and the Submittal Schedule. 
2. Division 1 Section "Substitutions" specifies administrative procedures for 

handling requests for substitutions made after award of the Contract. 
 

1.02 DEFINITIONS 
A. Definitions used in this Article are not intended to change the meaning of other 

terms used in the Contract Documents, such as "specialties," "systems," 
"structure," "finishes," "accessories," and similar terms.  Such terms are self-
explanatory and have well-recognized meanings in the construction industry. 
1. "Products" are items purchased for incorporation in the Work, whether 

purchased for the Project or taken from previously purchased stock.  The 
term "product" includes the terms "material," "equipment," "system," and 
terms of similar intent. 
a) "Named Products" are items identified by the manufacturer's 

product name, including make or model number or other 
designation, shown or listed in the manufacturer's published 
product literature, that is current as of the date of the Contract 
Documents. 

b) "Foreign Products," as distinguished from "domestic products," 
are items substantially manufactured (50 percent or more of 
value) outside the United States and its possessions.  Products 
produced or supplied by entities substantially owned (more than 
50 percent) by persons who are not citizens of, nor living within, 
the United States and its possessions are also considered to be 
foreign products. 

2. "Materials" are products substantially shaped, cut, worked, mixed, 
finished, refined or otherwise fabricated, processed, or installed to form a 
part of the Work. 

3. "Equipment" is a product with operational parts, whether motorized or 
manually operated, that requires service connections, such as wiring or 
piping. 

 
1.03 SUBMITTALS 

A. Product List:  A list of products required is included at the end of this Section.  
Prepare a schedule in tabular form showing each product listed.  Include the 
manufacturer's name and proprietary product names for each item listed. 

B. Product List:  Prepare a list showing products specified in tabular form 
acceptable to the Architect.  Include generic names of products required.  Include 
the manufacturer's name and proprietary product names for each item listed. 
1. Coordinate product list with the Contractor's Construction Schedule and 

the Schedule of Submittals. 
2. Form:  Prepare product list with information on each item tabulated under 
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the following column headings: 
a) Related Specification Section number. 
b) Generic name used in Contract Documents. 
c) Proprietary name, model number, and similar designations. 
d) Manufacturer's name and address. 
e) Supplier's name and address. 
f) Installer's name and address. 
g) Projected delivery date or time span of delivery period. 

3. Initial Submittal:  Within 30 days after date of commencement of the 
Work, submit 3 copies of an initial product list.  Provide a written 
explanation for omissions of data and for known variations from Contract 
requirements. 
a) At the Contractor's option, the initial submittal may be limited to 

product selections and designations that must be established 
early in the Contract period. 

4. Completed List:  Within 60 days after date of commencement of the 
Work, submit 3 copies of the completed product list.  Provide a written 
explanation for omissions of data and for known variations from Contract 
requirements. 

5. Architect's Action:  The Architect will respond in writing to Contractor 
within 2 weeks of receipt of the completed product list.  No response 
within this period constitutes no objection to listed manufacturers or 
products but does not constitute a waiver of the requirement that 
products comply with Contract Documents.  The Architect's response will 
include a list of unacceptable product selections, containing a brief 
explanation of reasons for this action. 

 
1.04 QUALITY ASSURANCE 

A. Source Limitations:  To the fullest extent possible, provide products of the same 
kind from a single source. 
1. When specified products are available only from sources that do not, or 

cannot, produce a quantity adequate to complete project requirements in 
a timely manner, consult with the Architect to determine the most 
important product qualities before proceeding.  Qualities may include 
attributes, such as visual appearance, strength, durability, or 
compatibility.  When a determination has been made, select products 
from sources producing products that possess these qualities, to the 
fullest extent possible. 

B. Compatibility of Options:  When the Contractor is given the option of selecting 
between 2 or more products for use on the Project, the product selected shall be 
compatible with products previously selected, even if previously selected 
products were also options. 
1. Each prime contractor is responsible for providing products and 

construction methods that are compatible with products and construction 
methods of other prime or separate contractors. 

2. If a dispute arises between prime contractors over concurrently 
selectable, but incompatible products, the Architect will determine which 
products shall be retained and which are incompatible and must be 
replaced. 

C. Foreign Product Limitations:  Except under one or more of the following 
conditions, provide domestic products, not foreign products, for inclusion in the 
Work: 
1. No available domestic product complies with the Contract Documents. 
2. Domestic products that comply with the Contract Documents are 

available only at prices or terms substantially higher than foreign 
products that comply with the Contract Documents. 
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D. Nameplates:  Except for required labels and operating data, do not attach or 
imprint manufacturer's or producer's nameplates or trademarks on exposed 
surfaces of products that will be exposed to view in occupied spaces or on the 
exterior. 
1. Labels:  Locate required product labels and stamps on concealed 

surfaces or, where required for observation after installation, on 
accessible surfaces that are not conspicuous. 

2. Equipment Nameplates:  Provide a permanent nameplate on each item 
of service-connected or power-operated equipment.  Locate on an easily 
accessible surface that is inconspicuous in occupied spaces.  The 
nameplate shall contain the following information and other essential 
operating data: 
a) Name of product and manufacturer. 
b) Model and serial number. 
c) Capacity. 
d) Speed. 
e) Ratings. 

 
1.05 PRODUCT DELIVERY, STORAGE, AND HANDLING 

A. Deliver, store, and handle products according to the manufacturer's 
recommendations, using means and methods that will prevent damage, 
deterioration, and loss, including theft. 
1. Schedule delivery to minimize long-term storage at the site and to 

prevent overcrowding of construction spaces. 
2. Coordinate delivery with installation time to assure minimum holding time 

for items that are flammable, hazardous, easily damaged, or sensitive to 
deterioration, theft, and other losses. 

3. Deliver products to the site in an undamaged condition in the 
manufacturer's original sealed container or other packaging system, 
complete with labels and instructions for handling, storing, unpacking, 
protecting, and installing. 

4. Inspect products upon delivery to ensure compliance with the Contract 
Documents and to ensure that products are undamaged and properly 
protected. 

5. Store products at the site in a manner that will facilitate inspection and 
measurement of quantity or counting of units. 

6. Store heavy materials away from the Project structure in a manner that 
will not endanger the supporting construction. 

7. Store products subject to damage by the elements above ground, under 
cover in a weathertight enclosure, with ventilation adequate to prevent 
condensation.  Maintain temperature and humidity within range required 
by manufacturer's instructions. 

 
PART 2 PRODUCTS 
 

2.01 PRODUCT SELECTION 
A. General Product Requirements:  Provide products that comply with the Contract 

Documents, that are undamaged and, unless otherwise indicated, new at the 
time of installation. 
1. Provide products complete with accessories, trim, finish, safety guards, 

and other devices and details needed for a complete installation and the 
intended use and effect. 

2. Standard Products:  Where available, provide standard products of types 
that have been produced and used successfully in similar situations on 
other projects. 

B. Product Selection Procedures:  The Contract Documents and governing 
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regulations govern product selection.  Procedures governing product selection 
include the following: 
1. Proprietary Specification Requirements:  Where Specifications name 

only a single product or manufacturer, provide the product indicated.  No 
substitutions will be permitted. 

2. Semiproprietary Specification Requirements:  Where Specifications 
name 2 or more products or manufacturers, provide 1 of the products 
indicated.  No substitutions will be permitted. 
a) Where Specifications specify products or manufacturers by 

name, accompanied by the term "or equal" or "or approved 
equal," comply with the Contract Document provisions 
concerning "substitutions" to obtain approval for use of an 
unnamed product. 

3. Nonproprietary Specifications:  When Specifications list products or 
manufacturers that are available and may be incorporated in the Work, 
but do not restrict the Contractor to use of these products only, the 
Contractor may propose any available product that complies with 
Contract requirements.  Comply with Contract Document provisions 
concerning "substitutions" to obtain approval for use of an unnamed 
product. 

4. Descriptive Specification Requirements:  Where Specifications describe 
a product or assembly, listing exact characteristics required, with or 
without use of a brand or trade name, provide a product or assembly that 
provides the characteristics and otherwise complies with Contract 
requirements. 

5. Performance Specification Requirements:  Where Specifications require 
compliance with performance requirements, provide products that 
comply with these requirements and are recommended by the 
manufacturer for the application indicated. 
a) Manufacturer's recommendations may be contained in published 

product literature or by the manufacturer's certification of 
performance. 

6. Compliance with Standards, Codes, and Regulations:  Where 
Specifications only require compliance with an imposed code, standard, 
or regulation, select a product that complies with the standards, codes, 
or regulations specified. 

7. Visual Matching:  Where Specifications require matching an established 
Sample, the Architect's decision will be final on whether a proposed 
product matches satisfactorily. 
a) Where no product available within the specified category 

matches satisfactorily and complies with other specified 
requirements, comply with provisions of the Contract Documents 
concerning "substitutions" for selection of a matching product in 
another product category. 

8. Visual Selection:  Where specified product requirements include the 
phrase "... as selected from manufacturer's standard colors, patterns, 
textures ..." or a similar phrase, select a product and manufacturer that 
complies with other specified requirements.  The Architect will select the 
color, pattern, and texture from the product line selected. 

9. Allowances:  Refer to individual Specification Sections and "Allowance" 
provisions in Division 1 for allowances that control product selection and 
for procedures required for processing such selections. 

 
PART 3 EXECUTION 
 

3.01 INSTALLATION OF PRODUCTS 
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A. Comply with manufacturer's instructions and recommendations for installation of 
products in the applications indicated.  Anchor each product securely in place, 
accurately located and aligned with other Work. 
1. Clean exposed surfaces and protect as necessary to ensure freedom 

from damage and deterioration at time of Substantial Completion. 
 
END.  
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SECTION 01700 
 

CONTRACT CLOSEOUT 
 

PART 1 GENERAL 
 

1.01 SUMMARY 
A. This Section includes administrative and procedural requirements for contract 

closeout including, but not limited to, the following: 
1. Inspection procedures. 
2. Project record document submittal. 
3. Operation and maintenance manual submittal. 
4. Submittal of warranties. 
5. Final cleaning. 

B. Closeout requirements for specific construction activities are included in the 
appropriate Sections in Divisions 2 through 16. 

 
1.02 SUBSTANTIAL COMPLETION 

A. Preliminary Procedures:  Before requesting inspection for certification of 
Substantial Completion, complete the following.  List exceptions in the request. 
1. In the Application for Payment that coincides with, or first follows, the 

date Substantial Completion is claimed, show 100 percent completion for 
the portion of the Work claimed as substantially complete. 
a) Include supporting documentation for completion as indicated in 

these Contract Documents and a statement showing an 
accounting of changes to the Contract Sum. 

b) If 100 percent completion cannot be shown, include a list of 
incomplete items, the value of incomplete construction, and 
reasons the Work is not complete. 

2. Advise the Owner of pending insurance changeover requirements. 
3. Submit specific warranties, workmanship bonds, maintenance 

agreements, final certifications, and similar documents. 
4. Obtain and submit releases enabling the Owner unrestricted use of the 

Work and access to services and utilities.  Include occupancy permits, 
operating certificates, and similar releases. 

5. Submit record drawings, maintenance manuals, final project 
photographs, damage or settlement surveys, property surveys, and 
similar final record information. 

6. Deliver tools, spare parts, extra stock, and similar items. 
7. Make final changeover of permanent locks and transmit keys to the 

Owner.  Advise the Owner's personnel of changeover in security 
provisions. 

8. Complete startup testing of systems and instruction of the Owner's 
operation and maintenance personnel.  Discontinue and remove 
temporary facilities from the site, along with mockups, construction tools, 
and similar elements. 

9. Complete final cleanup requirements, including touchup painting. 
10. Touch up and otherwise repair and restore marred, exposed finishes. 

B. Inspection Procedures:  On receipt of a request for inspection, the Architect will 
either proceed with inspection or advise the Contractor of unfilled requirements.  
The Architect will prepare the Certificate of Substantial Completion following 
inspection or advise the Contractor of construction that must be completed or 
corrected before the certificate will be issued. 
1. The Architect will repeat inspection when requested and assured that the 

Work is substantially complete. 
2. Results of the completed inspection will form the basis of requirements 
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for final acceptance. 
 

1.03 FINAL ACCEPTANCE 
A. Preliminary Procedures:  Before requesting final inspection for certification of 

final acceptance and final payment, complete the following.  List exceptions in 
the request. 
1. Submit the final payment request with releases and supporting 

documentation not previously submitted and accepted.  Include 
insurance certificates for products and completed operations where 
required. 

2. Submit an updated final statement, accounting for final additional 
changes to the Contract Sum. 

3. Submit a certified copy of the Architect's final inspection list of items to 
be completed or corrected, endorsed and dated by the Architect.  The 
certified copy of the list shall state that each item has been completed or 
otherwise resolved for acceptance and shall be endorsed and dated by 
the Architect. 

4. Submit final meter readings for utilities, a measured record of stored fuel, 
and similar data as of the date of Substantial Completion or when the 
Owner took possession of and assumed responsibility for corresponding 
elements of the Work. 

5. Submit consent of surety to final payment. 
6. Submit a final liquidated damages settlement statement. 
7. Submit evidence of final, continuing insurance coverage complying with 

insurance requirements. 
8.  Submit to the Architect 

a)  One (1) hard copy and two (2) electronic copies of the record 
drawings, specifications, product data, maintenance manuals, 
construction and final project photographs and miscellaneous 
record submittals. 

B. Reinspection Procedure:  The Architect will reinspect the Work upon receipt of 
notice that the Work, including inspection list items from earlier inspections, has 
been completed, except for items whose completion is delayed under 
circumstances acceptable to the Architect. 
1. Upon completion of reinspection, the Architect will prepare a certificate of 

final acceptance.  If the Work is incomplete, the Architect will advise the 
Contractor of Work that is incomplete or of obligations that have not been 
fulfilled but are required for final acceptance. 

2. If necessary, reinspection will be repeated. 
 

1.04 RECORD DOCUMENT SUBMITTALS 
A. General:  Do not use record documents for construction purposes.  Protect 

record documents from deterioration and loss in a secure, fire-resistant location.  
Provide access to record documents for the Architect's reference during normal 
working hours. 

B. Record Drawings:  Maintain a clean, undamaged set of blue or black line white-
prints of Contract Drawings and Shop Drawings.  Mark the set to show the actual 
installation where the installation varies substantially from the Work as originally 
shown.  Mark which drawing is most capable of showing conditions fully and 
accurately.  Where Shop Drawings are used, record a cross-reference at the 
corresponding location on the Contract Drawings.  Give particular attention to 
concealed elements that would be difficult to measure and record at a later date. 
1. Mark record sets with red erasable pencil.  Use other colors to 

distinguish between variations in separate categories of the Work. 
2. Mark new information that is important to the Owner but was not shown 

on Contract Drawings or Shop Drawings. 
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3. Note related change-order numbers where applicable. 
4. Organize record drawing sheets into manageable sets.  Bind sets with 

durable-paper cover sheets; print suitable titles, dates, and other 
identification on the cover of each set. 

C. Record Specifications:  Maintain one complete copy of the Project Manual, 
including addenda.  Include with the Project Manual one copy of other written 
construction documents, such as Change Orders and modifications issued in 
printed form during construction. 
1. Mark these documents to show substantial variations in actual Work 

performed in comparison with the text of the Specifications and 
modifications. 

2. Give particular attention to substitutions and selection of options and 
information on concealed construction that cannot otherwise be readily 
discerned later by direct observation. 

3. Note related record drawing information and Product Data. 
4. Upon completion of the Work, submit record Specifications to the 

Architect for the Owner's records. 
D. Record Product Data:  Maintain one copy of each Product Data submittal.  Note 

related Change Orders and markup of record drawings and Specifications. 
1. Mark these documents to show significant variations in actual Work 

performed in comparison with information submitted.  Include variations 
in products delivered to the site and from the manufacturer's installation 
instructions and recommendations. 

2. Give particular attention to concealed products and portions of the Work 
that cannot otherwise be readily discerned later by direct observation. 

3. Upon completion of markup, submit complete set of record Product Data 
to the Architect for the Owner's records. 

E. Record Sample Submitted:  Immediately prior to Substantial Completion, the 
Contractor shall meet with the Architect and the Owner's personnel at the Project 
Site to determine which Samples are to be transmitted to the Owner for record 
purposes.  Comply with the Owner's instructions regarding delivery to the 
Owner's Sample storage area. 

F. Miscellaneous Record Submittals:  Refer to other Specification Sections for 
requirements of miscellaneous record keeping and submittals in connection with 
actual performance of the Work.  Immediately prior to the date or dates of 
Substantial Completion, complete miscellaneous records and place in good 
order.  Identify miscellaneous records properly and bind or file, ready for 
continued use and reference.  Submit to the Architect for the Owner's records. 

G. Maintenance Manuals:  Organize operation and maintenance data into suitable 
sets of manageable size.  Bind properly indexed data in individual, heavy-duty, 2-
inch (51-mm), 3-ring, vinyl-covered binders, with pocket folders for folded sheet 
information.  Mark appropriate identification on front and spine of each binder.  
Include the following types of information: 
1. Emergency instructions. 
2. Spare parts list. 
3. Copies of warranties. 
4. Wiring diagrams. 
5. Recommended "turn-around" cycles. 
6. Inspection procedures. 
7. Shop Drawings and Product Data. 
8. Fixture lamping schedule. 

 
PART 2 PRODUCTS  (Not Applicable) 
 
 
 



 

 
19031 Berrien High School Interior Renovations 
Altman + Barrett Architects 01700 - 4 

PART 3 EXECUTION 
 

3.01 CLOSEOUT PROCEDURES 
A. Operation and Maintenance Instructions:  Arrange for each Installer of equipment 

that requires regular maintenance to meet with the Owner's personnel to provide 
instruction in proper operation and maintenance.  The owner training shall be 
digitally videoed and become part of the closeout document submittal.  Provide 
instruction by manufacturer's representatives if installers are not experienced in 
operation and maintenance procedures.  Include a detailed review of the 
following items: 
1. Maintenance manuals. 
2. Record documents. 
3. Spare parts and materials. 
4. Tools. 
5. Lubricants. 
6. Fuels. 
7. Identification systems. 
8. Control sequences. 
9. Hazards. 
10. Cleaning. 
11. Warranties and bonds. 
12. Maintenance agreements and similar continuing commitments. 
13. All kitchen equipment (instruction by manufacturer’s representatives 

only). 
B. As part of instruction for operating equipment, demonstrate the following 

procedures: 
1. Startup. 
2. Shutdown. 
3. Emergency operations. 
4. Noise and vibration adjustments. 
5. Safety procedures. 
6. Economy and efficiency adjustments. 
7. Effective energy utilization. 

 
3.02 FINAL CLEANING 

A. General:  The General Conditions require general cleaning during construction.  
Regular site cleaning is included in Division 1 Section "Construction Facilities and 
Temporary Controls." 

B. Cleaning:  Employ experienced workers or professional cleaners for final 
cleaning.  Clean each surface or unit to the condition expected in a normal, 
commercial building cleaning and maintenance program.  Comply with 
manufacturer's instructions. 
1. Complete the following cleaning operations before requesting inspection 

for certification of Substantial Completion. 
a) Remove labels that are not permanent labels. 
b) Clean transparent materials, including mirrors and glass in doors 

and windows.  Remove glazing compounds and other 
substances that are noticeable vision-obscuring materials.  
Replace chipped or broken glass and other damaged 
transparent materials. 

c) Clean exposed exterior and interior hard-surfaced finishes to a 
dust-free condition, free of stains, films, and similar foreign 
substances.  Restore reflective surfaces to their original 
condition.  Leave concrete floors broom clean.  Vacuum 
carpeted surfaces. 

d) Wipe surfaces of mechanical and electrical equipment.  Remove 
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excess lubrication and other substances.  Clean plumbing 
fixtures to a sanitary condition.  Clean light fixtures and lamps. 

e) Clean the site, including landscape development areas, of 
rubbish, litter, and other foreign substances.  Sweep paved 
areas broom clean; remove stains, spills, and other foreign 
deposits.  Rake grounds that are neither paved nor planted to a 
smooth, even-textured surface. 

C. Pest Control:  Engage an experienced, licensed exterminator to make a final 
inspection and rid the Project of rodents, insects, and other pests. 

D. Removal of Protection:  Remove temporary protection and facilities installed for 
protection of the Work during construction. 

E. Compliance:  Comply with regulations of authorities having jurisdiction and safety 
standards for cleaning.  Do not burn waste materials.  Do not bury debris or 
excess materials on the Owner's property.  Do not discharge volatile, harmful, or 
dangerous materials into drainage systems.  Remove waste materials from the 
site and dispose of lawfully. 
1. Where extra materials of value remain after completion of associated 

Work, they become the Owner's property.  Dispose of these materials as 
directed by the Owner. 

 
END. 
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SECTION 09680 

TILE CARPETING 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes modular carpet tile. 

B. Related Requirements: 
1. Section 09650 "Resilient Base and Accessories" Section 09651 "Resilient Tile Flooring" 

for resilient wall base and accessories installed with carpet tile. 

1.3 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1. Include manufacturer's written data on physical characteristics, durability, and fade 
resistance. 

2. Include manufacturer's written installation recommendations for each type of substrate. 

B. Shop Drawings: For carpet tile installation, plans showing the following: 

1. Columns, doorways, enclosing walls or partitions, built-in cabinets, and locations where 
cutouts are required in carpet tiles. 

2. Carpet tile type, color, and dye lot. 
3. Type of subfloor. 
4. Type of installation. 
5. Pattern of installation. 
6. Pattern type, location, and direction. 
7. Pile direction. 
8. Type, color, and location of insets and borders. 
9. Type, color, and location of edge, transition, and other accessory strips. 
10. Transition details to other flooring materials. 

C. Samples: For each of the following products and for each color and texture required. Label each 
Sample with manufacturer's name, material description, color, pattern, and designation 
indicated on Drawings and in schedules. 

1. Carpet Tile: Full-size Sample. 
2. Exposed Edge, Transition, and Other Accessory Stripping: 12-inch- (300-mm-) long 

Samples. 

D. Product Schedule: For carpet tile. Use same designations indicated on Drawings. 



 
19031 Berrien High School Interior Renovations 
Altman + Barrett Architects 09680-2 

1.4 INFORMATIONAL SUBMITTALS 

A. Qualification Data: For Installer. 

B. Product Test Reports: For carpet tile, for tests performed by a qualified testing agency. 

C. Sample Warranty: For special warranty. 

1.5 CLOSEOUT SUBMITTALS 

A. Maintenance Data: For carpet tiles to include in maintenance manuals. Include the following: 

1. Methods for maintaining carpet tile, including cleaning and stain-removal products and 
procedures and manufacturer's recommended maintenance schedule. 

2. Precautions for cleaning materials and methods that could be detrimental to carpet tile. 

1.6 MAINTENANCE MATERIAL SUBMITTALS 

A. Furnish extra materials, from the same product run, that match products installed and that are 
packaged with protective covering for storage and identified with labels describing contents. 

1. Carpet Tile: Full-size units equal to 5 percent of amount installed for each type indicated, 
but not less than 10 sq. yd. (8.3 sq. m). 

1.7 QUALITY ASSURANCE 

A. Installer Qualifications: An experienced installer who is certified by the International Certified 
Floorcovering Installers Association at the Commercial II certification level. 

B. Mockups: Build mockups to verify selections made under Sample submittals, to demonstrate 
aesthetic effects, and to set quality standards for fabrication and installation. 

1. Build mockups at locations and in sizes shown on Drawings. 
2. Subject to compliance with requirements, approved mockups may become part of the 

completed Work if undisturbed at time of Substantial Completion. 

1.8 DELIVERY, STORAGE, AND HANDLING 

A. Comply with CRI's "CRI Carpet Installation Standard." 

1.9 FIELD CONDITIONS 

A. Comply with CRI's "CRI Carpet Installation Standard" for temperature, humidity, and ventilation 
limitations. 

B. Environmental Limitations: Do not deliver or install carpet tiles until spaces are enclosed and 
weathertight, wet-work in spaces is complete and dry, and ambient temperature and humidity 
conditions are maintained at levels planned for building occupants during the remainder of the 
construction period. 
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C. Do not install carpet tiles over concrete slabs until slabs have cured and are sufficiently dry to 
bond with adhesive and concrete slabs have pH range recommended by carpet tile 
manufacturer. 

D. Where demountable partitions or other items are indicated for installation on top of carpet tiles, 
install carpet tiles before installing these items. 

1.10 WARRANTY 

1. Lifetime Commercial limited. 

PART 2 - PRODUCTS 

2.1 CARPET TILE  

A. Manufacturers: Subject to compliance with requirements, provide products by one of the 
following: 

1. Mannington Mills, Inc. 
2. Mohawk Group (The); Mohawk Carpet, LLC. 
3. Shaw Contract Group; a Berkshire Hathaway company. 

B. Specifications 
1. C-1 

Style Name: Applause lll / Tarkett 
Color:  As indicated on Index to Finishes Schedule 
Pattern:  As indicated on Index to Finishes Schedule 
Fiber Content:  Dynex SD / Dynex Nylon 
Pile:  Multi-level pattern loop 
Density: 7448  oz/cu yd 
Pile Thickness:  0.087” 
Stitches:  8.2/inch 
Gauge:  1/13 inch 

C. Primary Backing/Backcoating: Ethos Modular with Omnicoat  

D. Secondary Backing: Manufacturer's standard material  

E. Size: 24”x24”  

F. Applied Treatments: 

1. Soil-Resistance Treatment: Manufacturer's standard treatment  
2. Antimicrobial Treatment: Manufacturer's standard treatment that protects carpet tiles as 

follows: 

a. Antimicrobial Activity: Not less than 2-mm halo of inhibition for gram-positive 
bacteria, not less than 1-mm halo of inhibition for gram-negative bacteria, and no 
fungal growth, according to AATCC 174. 

G. Sustainable Design Requirements: 

http://www.specagent.com/Lookup?ulid=11985
http://www.specagent.com/Lookup?uid=123457053856
http://www.specagent.com/Lookup?uid=123457053858
http://www.specagent.com/Lookup?uid=123457053861
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1. Sustainable Product Certification:  Gold level certification according to ANSI/NSF 140. 

H. Performance Characteristics: 

1. Appearance Retention Rating: Heavy traffic, 3.0 minimum according to ASTM D 7330. 
2. Critical Radiant Flux Classification: Not less than [0.45 W/sq. cm] [0.22 W/sq. cm] 

according to NFPA 253. 
3. Dry Breaking Strength: Not less than 100 lbf (445 N) according to ASTM D 2646. 
4. Tuft Bind: Not less than 6.2 lbf (28 N)  according to ASTM D 1335. 
5. Delamination: Not less than 3.5 lbf/in. (0.6 N/mm) according to ASTM D 3936. 
6. Dimensional Tolerance: Within 1/32 inch (0.8 mm) of specified size dimensions, as 

determined by physical measurement. 
7. Dimensional Stability: 0.2 percent or less according to ISO 2551 (Aachen Test). 
8. Colorfastness to Crocking: Not less than 4, wet and dry, according to AATCC 165. 
9. Colorfastness to Light: Not less than 4 after 60 AFU (AATCC fading units) according to 

AATCC 16, Option E. 
10. Electrostatic Propensity: Less than 3.5 kV according to AATCC 134. 

2.2 INSTALLATION ACCESSORIES 

A. Trowelable Leveling and Patching Compounds: Latex-modified, hydraulic-cement-based 
formulation provided or recommended by carpet tile manufacturer. 

B. Adhesives: Water-resistant, mildew-resistant, nonstaining, pressure-sensitive type to suit 
products and subfloor conditions indicated, that comply with flammability requirements for 
installed carpet tile, and are recommended by carpet tile manufacturer for releasable 
installation. 

C. Metal Edge/Transition Strips: Extruded aluminum with [mill] <Insert finish> finish of profile and 
width shown, of height required to protect exposed edge of carpet, and of maximum lengths to 
minimize running joints. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates, areas, and conditions, with Installer present, for compliance with 
requirements for maximum moisture content, alkalinity range, installation tolerances, and other 
conditions affecting carpet tile performance. 

B. Examine carpet tile for type, color, pattern, and potential defects. 

C. Concrete Slabs: Verify that finishes comply with requirements specified in Section 033000 
"Cast-in-Place Concrete" and that surfaces are free of cracks, ridges, depressions, scale, and 
foreign deposits. 

1. Moisture Testing: Perform tests so that each test area does not exceed 1000 sq. ft. 
(304.8 sq. m), and perform no fewer than three tests in each installation area and with 
test areas evenly spaced in installation areas. 
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a. Anhydrous Calcium Chloride Test: ASTM F 1869. Proceed with installation only 
after substrates have maximum moisture-vapor-emission rate of 3 lb of water/1000 
sq. ft. (1.36 kg of water/92.9 sq. m) in 24 hours. 

b. Relative Humidity Test: Using in situ probes, ASTM F 2170. Proceed with 
installation only after substrates have a maximum 75 percent relative humidity 
level measurement. 

c. Perform additional moisture tests recommended in writing by adhesive and carpet 
tile manufacturers. Proceed with installation only after substrates pass testing. 

D. Wood Subfloors: Verify the following: 

1. Underlayment over subfloor complies with requirements specified in Section 061600 
"Sheathing." 

2. Underlayment surface is free of irregularities and substances that may interfere with 
adhesive bond or show through surface. 

E. Metal Subfloors: Verify the following: 

1. Underlayment surface is free of irregularities and substances that may interfere with 
adhesive bond or show through surface. 

F. Painted Subfloors: Perform bond test recommended in writing by adhesive manufacturer. 

1. Access Flooring Systems: Verify the following: 
2. Access floor substrate is compatible with carpet tile and adhesive if any. 
3. Underlayment surface is flat, smooth, evenly planed, tightly jointed, and free of 

irregularities, gaps greater than 1/8 inch (3 mm), protrusions more than 1/32 inch (0.8 
mm), and substances that may interfere with adhesive bond or show through surface. 

G. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 PREPARATION 

A. General: Comply with CRI's "Carpet Installation Standards" and with carpet tile manufacturer's 
written installation instructions for preparing substrates indicated to receive carpet tile. 

B. Use trowelable leveling and patching compounds, according to manufacturer's written 
instructions, to fill cracks, holes, depressions, and protrusions in substrates. Fill or level cracks, 
holes and depressions 1/8 inch (3 mm) wide or wider, and protrusions more than 1/32 inch (0.8 
mm) unless more stringent requirements are required by manufacturer's written instructions. 

C. Concrete Substrates: Remove coatings, including curing compounds, and other substances that 
are incompatible with adhesives and that contain soap, wax, oil, or silicone, without using 
solvents. Use mechanical methods recommended in writing by adhesive and carpet tile 
manufacturers. 

D. Metal Substrates: Clean grease, oil, soil and rust, and prime if recommended in writing by 
adhesive manufacturer. Rough sand painted metal surfaces and remove loose paint. Sand 
aluminum surfaces, to remove metal oxides, immediately before applying adhesive. 

E. Broom and vacuum clean substrates to be covered immediately before installing carpet tile. 
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3.3 INSTALLATION 

A. General: Comply with CRI's "CRI Carpet Installation Standard," Section 18, "Modular Carpet" 
and with carpet tile manufacturer's written installation instructions. 

B. Installation Method: As recommended in writing by carpet tile manufacturer  

C. Maintain dye-lot integrity. Do not mix dye lots in same area. 

D. Maintain pile-direction patterns indicated on Drawings 

E. Cut and fit carpet tile to butt tightly to vertical surfaces, permanent fixtures, and built-in furniture 
including cabinets, pipes, outlets, edgings, thresholds, and nosings. Bind or seal cut edges as 
recommended by carpet tile manufacturer. 

F. Extend carpet tile into toe spaces, door reveals, closets, open-bottomed obstructions, 
removable flanges, alcoves, and similar openings. 

G. Maintain reference markers, holes, and openings that are in place or marked for future cutting 
by repeating on carpet tile as marked on subfloor. Use nonpermanent, nonstaining marking 
device. 

H. Install pattern parallel to walls and borders. 

I. Access Flooring: Stagger joints of carpet tiles so carpet tile grid is offset from access flooring 
panel grid. Do not fill seams of access flooring panels with carpet adhesive; keep seams free of 
adhesive. 

3.4 CLEANING AND PROTECTION 

A. Perform the following operations immediately after installing carpet tile: 

1. Remove excess adhesive and other surface blemishes using cleaner recommended by 
carpet tile manufacturer. 

2. Remove yarns that protrude from carpet tile surface. 
3. Vacuum carpet tile using commercial machine with face-beater element. 

B. Protect installed carpet tile to comply with CRI's "Carpet Installation Standard," Section 20, 
"Protecting Indoor Installations." 

C. Protect carpet tile against damage from construction operations and placement of equipment 
and fixtures during the remainder of construction period. Use protection methods indicated or 
recommended in writing by carpet tile manufacturer. 

END OF SECTION  
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SECTION 09910 
 

PAINTING 
 
PART 1 GENERAL 
 

1.01  SUMMARY 
A.  This Section includes surface preparation and field painting of the following: 

1.  Exposed exterior items and surfaces. 
2.  Exposed interior items and surfaces. 
3.  Surface preparation, priming, and finish coats specified in this Section 

are in addition to shop priming and surface treatment specified in other 
Sections. 

B.  Paint exposed surfaces, except where the paint schedules indicate that a surface 
or material is not to be painted or is to remain natural.  If the paint schedules do 
not specifically mention an item or a surface, paint the item or surface the same 
as similar adjacent materials or surfaces whether or not schedules indicate 
colors.  If the schedules do not indicate color or finish, the Architect will select 
from standard colors and finishes available. 
1.  Painting includes field painting of exposed bare and covered pipes and 

ducts (including color coding), hangers, exposed steel and iron work, and 
primed metal surfaces of mechanical and electrical equipment. 

C.  Do not paint prefinished items, concealed surfaces, finished metal surfaces, 
operating parts, and labels. 
1.  Prefinished items include the following factory-finished components: 

a  Architectural woodwork and casework. 
b  Acoustical wall panels. 
c  Metal toilet enclosures. 
d  Metal lockers. 
e  Finished mechanical and electrical equipment. 
f  Light fixtures. 
g  Distribution cabinets. 

2.  Concealed surfaces include walls or ceilings in the following generally 
inaccessible spaces: 
a  Foundation spaces. 
b  Furred areas. 
c  Ceiling plenums. 
d  Pipe spaces. 
e  Duct shafts. 

3.  Finished metal surfaces include the following: 
a  Anodized aluminum. 
b  Stainless steel. 
c  Chromium plate. 
d  Copper. 
e  Bronze and brass. 

4.  Operating parts include moving parts of operating equipment and the 
following: 
a  Valve and damper operators. 
b  Linkages. 
c  Sensing devices. 
d  Motor and fan shafts. 

5.  Labels:  Do not paint over Underwriters Laboratories (UL), Factory 
Mutual (FM), or other code-required labels or equipment name, 
identification, performance rating, or nomenclature plates. 
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1.02  DEFINITIONS 
A.  General:  Standard coating terms defined in ASTM D 16 apply to this Section. 

1.  Flat refers to a lusterless or matte finish with a gloss range below 15 
when measured at an 85-degree meter. 

2.  Eggshell refers to low-sheen finish with a gloss range between 5 and 20 
when measured at a 60-degree meter. 

3.  Satin refers to low-sheen finish with a gloss range between 15 and 35 
when measured at a 60-degree meter. 

4.  Semigloss refers to medium-sheen finish with a gloss range between 30 
and 65 when measured at a 60-degree meter. 

5.  Full gloss refers to high-sheen finish with a gloss range more than 65 
when measured at a 60-degree meter. 

 
1.03  SUBMITTALS 

A.  Product Data:  For each paint system specified.  Include block fillers and primers. 
1.  Material List:  Provide an inclusive list of required coating materials.  

Indicate each material and cross-reference specific coating, finish 
system, and application.  Identify each material by manufacturer's 
catalog number and general classification. 

2.  Manufacturer's Information:  Provide manufacturer's technical 
information, including label analysis and instructions for handling, storing, 
and applying each coating material proposed for use.  

3.  Certification by the manufacturer that products supplied comply with local 
regulations controlling use of volatile organic compounds (VOCs). 

B.  Samples for Confirmation:  Manufacturer's color samples showing the colors 
specified for each type of finish-coat material indicated.  When matching an Index 
Color, submit chips of both colors for comparison and approval. 

C.  Samples for Verification:  Of each color and material to be applied, with texture to 
simulate actual conditions, on representative Samples of the actual substrate. 
1.  Provide stepped Samples, defining each separate coat, including block 

fillers and primers.  Use representative colors when preparing Samples 
for review.  Resubmit until required sheen, color, and texture are 
achieved. 

2.  Provide a list of materials and applications for each coat of each sample.  
Label each sample for location and application. 

D.  Qualification Data:  For firms and persons specified in the "Quality Assurance" 
Article to demonstrate their capabilities and experience.  Include lists of 
completed projects with project names and addresses, names and addresses of 
architects and owners, and other information specified. 

 
1.04  QUALITY ASSURANCE 

A.  Applicator Qualifications:  Engage an experienced applicator who has completed 
painting system applications similar in material and extent to that indicated for 
this Project with a record of successful in-service performance. 

B.  Source Limitations:  Obtain block fillers, primers, and undercoat materials for 
each coating system from the same manufacturer as the finish coats. 

C.  Color Approval: 
Final approval of colors will be from job-applied samples. 

 
1.05  DELIVERY, STORAGE, AND HANDLING 

A.  Deliver materials to the Project Site in manufacturer's original, unopened 
packages and containers bearing manufacturer's name and label, and the 
following information: 
1.  Product name or title of material. 
2.  Product description (generic classification or binder type). 
3.  Manufacturer's stock number and date of manufacture. 
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4.  Contents by volume, for pigment and vehicle constituents. 
5.  Thinning instructions. 
6.  Application instructions. 
7.  Color name and number. 
8.  VOC content. 

B.  Store materials not in use in tightly covered containers in a well-ventilated area at 
a minimum ambient temperature of 45 deg F (7 deg C).  Maintain containers 
used in storage in a clean condition, free of foreign materials and residue. 
1.  Protect from freezing.  Keep storage area neat and orderly.  Remove oily 

rags and waste daily.  Take necessary measures to ensure that workers 
and work areas are protected from fire and health hazards resulting from 
handling, mixing, and application. 

 
1.06  PROJECT CONDITIONS 

A.  Apply water-based paints only when the temperature of surfaces to be painted 
and surrounding air temperatures are between 50 and 90 deg F (10 and 32 deg 
C). 

B.  Apply solvent-thinned paints only when the temperature of surfaces to be painted 
and surrounding air temperatures are between 45 and 95 deg F (7.2 and 35 deg 
C). 

C.  Do not apply paint in snow, rain, fog, or mist; or when the relative humidity 
exceeds 85 percent; or at temperatures less than 5 deg F (3 deg C) above the 
dew point; or to damp or wet surfaces. 
1.  Painting may continue during inclement weather if surfaces and areas to 

be painted are enclosed and heated within temperature limits specified 
by manufacturer during application and drying periods. 

 
PART 2 PRODUCTS 
 

2.01  MANUFACTURERS 
A.  Available Products:  Products that may be incorporated into the Work include, but 

are not limited to, products listed in the paint schedules. 
B.  Manufacturers Names:  The following manufacturers are referred to in the paint 

schedules by use of shortened versions of their names, which are shown in 
parentheses: 
1.  Benjamin Moore (BM) 
2.  PPG Paints (PPG) 
3.  Sherwin Williams Co. (SW) 

  
2.02  PAINT MATERIALS, GENERAL 

A.  Material Compatibility:  Provide block fillers, primers, undercoats, and finish-coat 
materials that are compatible with one another and the substrates indicated 
under conditions of service and application, as demonstrated by manufacturer 
based on testing and field experience. 

B.  Material Quality:  Provide manufacturer's best-quality paint material of the various 
coating types specified.  Paint-material containers not displaying manufacturer's 
product identification will not be acceptable. 
1.  Proprietary Names:  Use of manufacturer's proprietary product names to 

designate colors or materials is not intended to imply that products 
named are required to be used to the exclusion of equivalent products of 
other manufacturers.  Furnish manufacturer's material data and 
certificates of performance for proposed substitutions. 

C.  Colors:  Match colors indicated by reference to manufacturer's color 
designations. 

 
PART 3 EXECUTION 
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3.01  EXAMINATION 

A.  Examine substrates, areas, and conditions, with the Applicator present, under 
which painting will be performed for compliance with paint application 
requirements. 
1.  Do not begin to apply paint until unsatisfactory conditions have been 

corrected and surfaces receiving paint are thoroughly dry. 
2.  Start of painting will be construed as the Applicator's acceptance of 

surfaces and conditions within a particular area. 
B.  Coordination of Work:  Review other Sections in which primers are provided to 

ensure compatibility of the total system for various substrates.  On request, 
furnish information on characteristics of finish materials to ensure use of 
compatible primers. 
1.  Notify the Architect about anticipated problems using the materials 

specified over substrates primed by others. 
 

3.02  PREPARATION 
A.  General:  Remove hardware and hardware accessories, plates, machined 

surfaces, lighting fixtures, and similar items already installed that are not to be 
painted.  If removal is impractical or impossible because of the size or weight of 
the item, provide surface-applied protection before surface preparation and 
painting. 
1.  After completing painting operations in each space or area, reinstall 

items removed using workers skilled in the trades involved. 
B.  Cleaning:  Before applying paint or other surface treatments, clean the substrates 

of substances that could impair the bond of the various coatings.  Remove oil 
and grease before cleaning. 
1.  Schedule cleaning and painting so dust and other contaminants from the 

cleaning process will not fall on wet, newly painted surfaces. 
C.  Surface Preparation, Interior or Exterior Surfaces:  Clean and prepare surfaces to 

be painted according to manufacturer's written instructions for each particular 
substrate condition and as specified. 
1.  Provide barrier coats over incompatible primers or remove and reprime. 
2.  Cementitious Materials:  Prepare concrete, concrete masonry block, 

cement plaster, and mineral-fiber-reinforced cement panel surfaces to be 
painted.  Remove efflorescence, chalk, dust, dirt, grease, oils, and 
release agents.  Roughen as required to remove glaze.  If hardeners or 
sealers have been used to improve curing, use mechanical methods of 
surface preparation. 
a  Use abrasive blast-cleaning methods if recommended by paint 

manufacturer. 
b  Determine alkalinity and moisture content of surfaces by 

performing appropriate tests.  If surfaces are sufficiently alkaline 
to cause the finish paint to blister and burn, correct this condition 
before application.  Do not paint surfaces where moisture 
content exceeds that permitted in manufacturer's written 
instructions. 

c  Clean concrete floors to be painted with a 5 percent solution of 
muriatic acid or other etching cleaner.  Flush the floor with clean 
water to remove acid, neutralize with ammonia, rinse, allow to 
dry, and vacuum before painting. 

3.  Gypsum Drywall: Surfaces shall be clean, dry, free from all dirt, dust and 
foreign matter.  Mud joints should be sanded smooth without raising a 
significant amount of paper nap in adjacent areas.  Drywall joint 
compound should be thoroughly dry before painting.  Room should be 
swept or vacuumed clean before painting begins.  Use exterior grade 
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patching compounds for exterior surfaces. 
4.  Wood:  Clean surfaces of dirt, oil, and other foreign substances with 

scrapers, mineral spirits, and sandpaper, as required.  Sand surfaces 
exposed to view smooth and dust off. 
a  Scrape and clean small, dry, seasoned knots, and apply a thin 

coat of white shellac or other recommended knot sealer before 
applying primer.  After priming, fill holes and imperfections in 
finish surfaces with putty or plastic wood filler.  Sand smooth 
when dried. 

b  Prime, stain, or seal wood to be painted immediately on delivery.  
Prime edges, ends, faces, undersides, and backsides of wood, 
including cabinets, counters, cases, and paneling. 

c  Backprime paneling on interior partitions where masonry, plaster, 
or other wet wall construction occurs on backside. 

d  Seal tops, bottoms, and cutouts of unprimed wood doors with a 
heavy coat of varnish or sealer immediately on delivery. 

5.  Ferrous Metals:  Clean ungalvanized ferrous-metal surfaces that have 
not been shop coated; remove oil, grease, dirt, loose mill scale, and 
other foreign substances.  Use solvent or mechanical cleaning methods 
that comply with the Steel Structures Painting Council's (SSPC) 
recommendations. 
a  Touch up bare areas and shop-applied prime coats that have 

been damaged.  Wire-brush, clean with solvents recommended 
by paint manufacturer, and touch up with the same primer as the 
shop coat. 

6.  Galvanized Surfaces:  Clean galvanized surfaces with nonpetroleum-
based solvents so surface is free of oil and surface contaminants.  
Remove pretreatment from galvanized sheet metal fabricated from coil 
stock by mechanical methods. 

7.  Non-Ferrous Metals: These metals react or corrode when exposed to 
normal weathering conditions and form a surface oxide layer.  This layer 
poses a potential adhesion problem for paints and must be removed.   
ALUMINUM-Solvent clean (SSPC-SP1) to remove any oils or grease.  
Acid etch with Porter Metal prep #79 or Alumiprep #33 to provide an etch 
on the surface, or Brush Off Blast Clean (SSPC-SP 7) the surface. 

    COPPER-Solvent Clean (SSPC-SP 1) to remove any oils and grease 
and lightly sand to remove any oxides. 

8.  Previously Painted Surfaces: Paint only clean, dry surfaces.  Remove all 
surface contaminants to include mold, mildew, dirt, dust, oil, grease, mill 
scale, wax, chalk or oxidation, efflorescence, rust, mortar, and any other 
foreign matter existing on the surface to insure good adhesion to the 
existing paint.  Scrape or use appropriate means to remove all loose and 
peeling or flaking paint from the surface.  Feather sand edges if 
necessary.  Glossy surface shall be dulled by sanding.  Remove all 
sanding dust from the surface after sanding has taken place.  Prepare 
bare areas as new surfaces, and spot prime any bare areas with 
appropriate primer or filler.  Patch or repair any cracks or voids with the 
appropriate patching compound and sand smooth as necessary. Spot 
prime any patched areas prior to finishing.  If after cleaning chalky 
exterior surfaces chalk residue is still present, prime the entire surface 
with the proper bonding primer to insure good adhesion to the substrate. 

9.  Materials Preparation:  Mix and prepare paint materials according to 
manufacturer's written instructions. 

10.  Maintain containers used in mixing and applying paint in a clean 
condition, free of foreign materials and residue. 

11.  Stir material before application to produce a mixture of uniform density.  
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Stir as required during application.  Do not stir surface film into material.  
If necessary, remove surface film and strain material before using. 

12.  Use only thinners approved by paint manufacturer and only within 
recommended limits. 

D.  Tinting:  Tint each undercoat a lighter shade to simplify identification of each coat 
when multiple coats of the same material are applied.  Tint undercoats to match 
the color of the finish coat, but provide sufficient differences in shade of 
undercoats to distinguish each separate coat. 

 
3.03  APPLICATION 

A.  General:  Apply paint according to manufacturer's written instructions.  Use 
applicators and techniques best suited for substrate and type of material being 
applied. 
1.  Paint colors, surface treatments, and finishes are indicated in the 

schedules. 
2.  Do not paint over dirt, rust, scale, grease, moisture, scuffed surfaces, or 

conditions detrimental to formation of a durable paint film. 
3.  Provide finish coats that are compatible with primers used. 
4.  The term "exposed surfaces" includes areas visible when permanent or 

built-in fixtures, convector covers, covers for finned-tube radiation, grilles, 
and similar components are in place.  Extend coatings in these areas, as 
required, to maintain the system integrity and provide desired protection. 

5.  Paint surfaces behind movable equipment and furniture the same as 
similar exposed surfaces.  Before the final installation of equipment, paint 
surfaces behind permanently fixed equipment or furniture with prime coat 
only. 

6.  Paint interior surfaces of ducts with a flat, nonspecular black paint where 
visible through registers or grilles. 

7.  Paint back sides of access panels and removable or hinged covers to 
match exposed surfaces. 

8.  Finish exterior doors on tops, bottoms, and side edges the same as 
exterior faces. 

B.  Scheduling Painting:  Apply first coat to surfaces that have been cleaned, 
pretreated, or otherwise prepared for painting as soon as practicable after 
preparation and before subsequent surface deterioration. 
1.  The number of coats and the film thickness required are the same 

regardless of application method.  Do not apply succeeding coats until 
the previous coat has cured as recommended by the manufacturer.  If 
sanding is required to produce a smooth, even surface according to 
manufacturer's written instructions, sand between applications. 

2.  Omit primer on metal surfaces that have been shop primed and touch up 
painted. 

3.  If undercoats, stains, or other conditions show through final coat of paint, 
apply additional coats until paint film is of uniform finish, color, and 
appearance.  Give special attention to ensure edges, corners, crevices, 
welds, and exposed fasteners receive a dry film thickness equivalent to 
that of flat surfaces. 

4.  Allow sufficient time between successive coats to permit proper drying.  
Do not recoat surfaces until paint has dried to where it feels firm, does 
not deform or feel sticky under moderate thumb pressure, and where 
application of another coat of paint does not cause the undercoat to lift or 
lose adhesion. 

C.  Application Procedures:  Apply paints and coatings by brush, roller, spray, or 
other applicators according to manufacturer's written instructions. 
1.  Brushes:  Use brushes best suited for the type of material applied.  Use 

brush of appropriate size for the surface or item being painted. 
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2.  Rollers:  Use rollers of carpet, velvet back, or high-pile sheep's wool as 
recommended by the manufacturer for the material and texture required. 

3.  Spray Equipment:  Use airless spray equipment with orifice size as 
recommended by the manufacturer for the material and texture required. 

D.  Minimum Coating Thickness:  Apply paint materials no thinner than 
manufacturer's recommended spreading rate.  Provide the total dry film thickness 
of the entire system as recommended by the manufacturer. 

E.  Mechanical and Electrical Work:  Painting of mechanical and electrical work is 
limited to items exposed in occupied spaces. 

F.  Mechanical items to be painted include, but are not limited to, the following: 
1.  Piping, pipe hangers, and supports. 
2.  Heat exchangers. 
3.  Tanks. 
4.  Ductwork. 
5.  Insulation. 
6.  Accessory items. 

G.  Electrical items to be painted include, but are not limited to, the following: 
1.  Conduit and fittings. 
2.  Switchgear. 
3.  Panelboards.    

H.  Block Fillers:  Apply block fillers to concrete masonry block at a rate to ensure 
complete coverage with pores filled. 

I.  Prime Coats:  Before applying finish coats, apply a prime coat of material, as 
recommended by the manufacturer, to material that is required to be painted or 
finished and that has not been prime coated by others.  Recoat primed and 
sealed surfaces where evidence of suction spots or unsealed areas in first coat 
appears, to ensure a finish coat with no burn through or other defects due to 
insufficient sealing. 

J.  Pigmented (Opaque) Finishes:  Completely cover surfaces as necessary to 
provide a smooth, opaque surface of uniform finish, color, appearance, and 
coverage.  Cloudiness, spotting, holidays, laps, brush marks, runs, sags, 
ropiness, or other surface imperfections will not be acceptable. 

K.  Transparent (Clear) Finishes:  Use multiple coats to produce a glass-smooth 
surface film of even luster.  Provide a finish free of laps, runs, cloudiness, color 
irregularity, brush marks, orange peel, nail holes, or other surface imperfections. 
1.  Provide satin finish for final coats. 

L.  Completed Work:  Match approved samples for color, texture, and coverage.  
Remove, refinish, or repaint work not complying with requirements. 

 
3.04  FIELD QUALITY CONTROL 

A.  The Owner reserves the right to invoke the following test procedure at any time 
and as often as the Owner deems necessary during the period when paint is 
being applied: 
1.  The Owner will engage the services of an independent testing agency to 

sample the paint material being used.  Samples of material delivered to 
the Project will be taken, identified, sealed, and certified in the presence 
of the Contractor. 

2.  The Owner may direct the Contractor to stop painting if test results show 
material being used does not comply with specified requirements.  The 
Contractor shall remove noncomplying paint from the site, pay for 
testing, and repaint surfaces previously coated with the rejected paint.  If 
necessary, the Contractor may be required to remove rejected paint from 
previously painted surfaces if, on repainting with specified paint, the 2 
coatings are incompatible. 
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3.05  CLEANING 
A.  Cleanup:  At the end of each workday, remove empty cans, rags, rubbish, and 

other discarded paint materials from the site. 
1.  After completing painting, clean glass and paint-spattered surfaces.  

Remove spattered paint by washing and scraping.  Be careful not to 
scratch or damage adjacent finished surfaces. 

 
 

3.06  PROTECTION 
A.  Protect work of other trades, whether being painted or not, against damage by 

painting.  Correct damage by cleaning, repairing or replacing, and repainting, as 
approved by Architect. 

B.  Provide "Wet Paint" signs to protect newly painted finishes.  Remove temporary 
protective wrappings provided by others to protect their work after completing 
painting operations. 
1.  At completion of construction activities of other trades, touch up and 

restore damaged or defaced painted surfaces.  Comply with procedures 
specified in PDCA P1. 

 
3.07  PAINT SCHEDULES - EXTERIOR AND INTERIOR - All products are to be applied 

according to manufacturer’s recommended spread rate and DFT. 
A.  Exterior Ferrous Metal: Provide the following painted finish over new, exterior 

ferrous metal: 
1.  Alkyd Gloss Enamel Finish: 2 finish coats of alkyd gloss enamel over an 

alkyd metal primer. 
a  Primer: 

     BM: Super Spec HP Alkyd Metal Primer P06 Series 
     PPG: 6-212 Speedhide Alkyd Metal Primer 
     SW: B50Z Kem Kromik Metal Primer 

b  Second and Third Coats: 
     BM: Impervo Alkyd High Gloss Enamel 133 
     PPG: 6-284 Speedhide Alkyd Gloss Enamel 
     SW: B54Z Industrial Alkyd Gloss Enamel 

B.  Interior Concrete Masonry Units (CMU): Provide the following painted finish over 
new interior CMU.  All CMU walls  unless noted otherwise shall be Epoxy: 
1.  Waterborne Gloss Polyamide Epoxy Finish: 2 finish coats of gloss 

waterborne polyamide epoxy over a heavy duty 100% acrylic block filler. 
a  Block Filler for Normal Areas (to be applied pin hole free): 

     BM: Moorcraft Int./Ext. Block Filler 173 
     PPG: 16-90 PittGlaze Int/Ext Acrylic Block Filler 
     SW: B42W46 Acrylic Heavy Duty Block Filler 

b  Block Filler for Wet Areas (to be applied pin hole free): 
     SW: Kem Cati-Coat HS Epoxy Filler/Sealer 

PPG:  95-217 Cementitious Epoxy Ester Block Filler 
c           Second and Third Coats: 

     BM: Super Spec HP WB Polyamide Epoxy Gloss, P42 
     PPG: 98-1 Aquapon WB Polyamide G Epoxy 
     SW: B73 Waterbased Tile Clad G Epoxy @ 4.0 mils dft/ct 

C.  Interior Gypsum Drywall: Provide the following painted finish over new interior 
gypsum drywall where a latex semigloss finish is required:  (Ceilings Only) 
1.  Latex Semi-Gloss Enamel Finish: 2 finish coats of latex semi-gloss 

enamel over a latex drywall primer. 
a  Primer: 

     BM: Super Spec Interior Latex Primer 253 
     PPG: 6-2 Speedhide Latex Primer Sealer 
     SW: B28W200 PrepRite 200 Latex Primer 
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b  Second and Third Coats: 
     BM: Super Spec Interior Latex Semi-Gloss 276 
     PPG: 6-500 Speedhide Latex Semi-Gloss Enamel 
     SW: B31W200 ProMar 200 Latex SG Enamel 

D.  Interior Gypsum Drywall: Provide the following painted finish over new interior 
gypsum drywall where an Epoxy finish is noted: (Walls Only) 
1.  Waterborne Gloss Polyamide Epoxy Finish: 2 finish coats of gloss 

waterborne polyamide epoxy over a latex drywall primer sealer. 
a  Primer: 

     BM: Moore’s Fresh Start Interior Exterior Acrylic Primer 023 
     PPG: 17-921 Seal Grip Acrylic Universal Primer 
     SW: B28W200 PrepRite 200 Latex Primer 

b  Second and Third Coats: 
     BM: Super Spec HP WB Polyamide Epoxy Gloss, P42 
     PPG: 98-1 Aquapon WB Polyamide G Epoxy 
     SW: B73 Water Based Tile Clad G Epoxy 

E.  Interior Ferrous Metal: Provide the following painted finish over new interior 
hollow ferrous metal: 
1.  Alkyd Semi-Gloss Enamel Finish: 2 finish coats of alkyd semi-gloss 

enamel over an alkyd metal primer. 
a  Primer: 

     BM: Super Spec HP Alkyd Metal Primer P06 Series 
     PPG: 6-212 Speedhide Alkyd Metal Primer 
     SW: B50Z Kem Kromik Metal Primer 

b  Second and Third Coats: 
     BM: SuperSpec Alkyd Semi Gloss Enamel C271 
     PPG: 6-1110XI Speedhide Alkyd SemiGloss Enamel 
     SW: B34W200 ProMar 200 Alkyd SG Enamel 

F.  Interior and Exterior Ferrous Metal: Provide the following painted finish over 
interior and exterior ferrous metal where a high performance coating is required 
(HANDRAILS): 
1.  Aliphatic Urethane Enamel Finish: 2 coats of aliphatic gloss urethane 

finish over epoxy metal primer. 
a  Primer: 

     BM: Super Spec HP Epoxy Mastic Coating, P45 
     PPG: 95-245 Pitt Guard DTR Rapid Coat Mastic Epoxy 
     SW: B67 Series Recoatable Epoxy Primer 

b  Second and Third Coats: 
     BM: Corotech Aliphatic Acrylic Urethane Semi-Gloss, V510 
     PPG: 95-812 Pitt-Thane Gloss Aliphatic Urethane 
     SW: B65-300 High Solids Polyurethane Enamel 

G.  Interior Galvanized Metal: Provide the following painted finish over interior new 
galvanized metal: 
1.  Alkyd Semi-Gloss Enamel Finish: 2 finish coats of alkyd semi-gloss 

enamel over a galvanized metal primer. 
a  Primer: 

     BM: Super Spec HP Acrylic Metal Primer P04 
     PPG: 90-712 Pitt Tech DTM Acrylic Metal Primer 
     SW: B50W3 Galvite Galvanized Metal Primer 

b  Second and Third Coats: 
     BM: SuperSpec Alkyd Semi Gloss Enamel C271 
     PPG: 6-1110XI Speedhide Alkyd Semi-Gloss Enamel 
     SW: B34W200 ProMar 200 Alkyd SG Enamel 

H.  Interior Stained Wood: Provide the following stained finish over new wood 
(cabinets): 
1.  Satin Polyurethane Finish: 2 finish coats of stain polyurethane varnish 
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applied over a semi transparent stain. 
a  Stain Coat: 

     BM: Benwood Interior Oil Base Wood Stain 241 
     PPG: Deft  DFT400 Interior Oil Base Wood Stain 
     SW: A48 Interior Oil Stain 

b  Second Coat (THIN PER MFG. DIRECTIONS): 
     BM: N/A 
     PPG: Deft DFT127 Interior Oil Based Polyurethane Gloss 
     SW: A67V1 Gloss Polyurthane Finish 

c  Third Coat: 
     BM: N/A 
     PPG: Deft DFT127 Interior Oil Based Polyurethane Gloss 
     SW: A67V1 Gloss Polyurethane Finish 
       **OR** 
     BM: N/A 
     PPG: Deft DFT129 Interior Oil Based Polyurethane Satin 
     SW: A67F1 Satin Polyurethane Finish 

I.             Interior  Concrete Floors: Provide the following painted finish over new interior   
concrete floors where a high performance coating is required: 
1.          Semi Gloss Epoxy Finish: 2 finish coats of semi gloss epoxy floor 

coating. 
a. First Coat: 

PPG: 99-1001 Megaseal TF Thin Film Epoxy Floor Coating 
b. Second Coat: 

PPG: 99-1001 Megaseal TF Thin Film Epoxy Floor Coating 
  

3.08  SURFACES NOT BE FIELD PAINTED 
A.  Acoustical tile and grid. 
B.  Concrete floors, except as specified. 
C.  Prefinished panels, frames, stair trends, and exterior concrete treads, risers and 

walks. 
 
END. 
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 SECTION 16700 
 
 INTERCOMMUNICATION /PAGING 

SYSTEM 
 
PART 1 GENERAL 

 
1.01  SUBMITTALS 
 
  A. Shop drawings shall be submitted as follows: 
 

  1. Manufacturer's published literature. 
  2. One line schematic diagram covering the complete building system. 

 
  B. Integrated Intercom/Paging System Contractor shall submit a certification stating 

that he is an authorized representative for the manufacturer of the equipment he 
is submitting for approval and that he maintains a fully equipped and stocked 
service shop and shall respond to service calls within 12 normal working hours. 

 
Submit equipment prints, inter-panel and intra-panel, full electronic wiring diagrams and 
specification sheets for each item specified herein.  Provide a tabulation of the 
specification clearly comparing the submitted item with the specified item, being able to 
refer to all written expressed functions and capabilities. Specification Sheets shall be 
submitted on all items including cable types. 

 
Shop drawings, detailing Integrated Intercom/Paging System including, but not limited to, 
the following: 

 
a. Built-in station arrangement. 
b. Equipment cabinet arrangement. 

 
Wiring diagrams that detail wiring for power, signal, and control, differentiating clearly 
between manufacturer -installed wiring and field-installed wiring. Identify terminals to 
facilitate installation, operation and maintenance. 

 
Submit wiring diagrams showing typical connections for all equipment. 

 
Provide a riser diagram for the system showing in technically accurate detail all 
connections, interconnections, and all provisions available and made for adaptability of all 
specified future functions. In addition, riser diagram must include all calculations, charts, 
and test data necessary to demonstrate that all systems and system components deliver 
the specified signals, grades, and levels at all required points and locations. 

 
Submit a certificate of completion of installation and service training. 

 
1.02  GENERAL REQUIREMENTS 
 
  A. All equipment shall bear the label of Underwriter's Laboratories   and be listed for 

use under their re-examination service. 
 
  B. All work shall be accomplished by an accredited factory trained communication 

technician.  He shall also train personnel designated by the Owner in the proper 
operation and maintenance of equipment.  All work in conjunction with this 
installation shall be in accordance with the engineering standards as established 
by EIA.  All wiring shall be as recommended by manufacturer furnishing 
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equipment except that each pair of cable shall be individually shielded.  The 
manufacturer of this equipment shall provide a complete set of operating 
instructions, circuit diagrams and other information necessary for proper 
installation, operation and maintenance of the system.  Three copies of the 
operating instructions shall be furnished to the Owner upon completion of the 
installation.  All communications and program control systems shall be installed 
as a single system using common conduits and outlets.  The complete system as 
herein specified shall be guaranteed to be free of defects in material and 
workmanship for a period of one (1) year from the date of acceptance. 

 
  C. System Subcontractor shall submit a certification stating that he is an authorized 

representative for the manufacturer of the equipment he is submitting for 
approval and that he maintains a fully equipped and stocked service shop and 
shall respond to service within 12 normal working hours. 

 
  D. LETTER OF AGENCY REQUIREMENTS 

 
The Contractor shall assume total system responsibility in coordinating all inter-building 
wiring, common carrier provided network facilities, and Owner provided equipment. 

 
The Contractor shall obtain a limited letter of agency from the Owner, authorizing direct 
communication and coordination with the public telephone utility and other vendors which 
may be involved in work that must be interfaced to this system. The Owner shall retain 
final approval authority for any circuits, facilities, or services that are to be ordered on his 
behalf. 

 
1.03  OPERATIONS 
 
  A. Each existing speaker shall be tied into the new master console.  All speakers 

shall be capable of two way voice communication. 
 
  B. Provide generation and distribution for up to seven distinct tones to all speakers 

for class change or other desired purposes.  Provide master program clock within 
the console and set up programs as desired by the Owner. 

 
  C. Wall mounted flush recessed emergency push buttons shall be provided at 

locations noted on drawings. 
 
  D. Provide all call to all speakers. 
 
  E. Refer to drawings for specific information on intercom work and scope required.  
 
1.04  EQUIPMENT AND CABLE INSTALLATION 
 
  A. Installation of sound reinforcement system shall be performed only by 

experienced electronic system installer. 
 
  B. Cable within equipment racks shall be routed in groups according to functions:  

control circuits, microphone circuits, line level circuits, loudspeaker circuits, and 
120 VAC circuits.  Cable shall be neatly arranged, but tight bundling which 
makes modifications difficult shall be avoided. 

 
  C. Pressure sensitive labels shall be affixed to existing station cables at new sound 

rack.  Label method shall be indicated on record drawings. 
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  D. Care shall be exercised in wiring so as to avoid damage to the cables and to the 

equipment.  All wire joints and connections shall be made with resin core solder 
and small soldering iron or approved mechanical connectors.  Soldering shall be 
neat and care must be taken to avoid "cold" solder joints.  Splices in circuits shall 
be avoided.  Connections to screw-type terminals shall be made with 
mechanically connected, un-insulated, spade-type lugs selected for the particular 
wire size in use and crimped. 

   
1.05 GENERAL 

 A. This section and associated drawings define a communications system for intercom, and 
public address system. The bidder shall provide infrastructure, cable, hardware, and 
equipment, as defined, to provide a complete and operational communications system.  

 B. All materials, unless otherwise specified, shall be new, free from any defects, and of the 
best quality of their respective kinds.  All like materials shall be of the same manufacture, 
model, and quality, unless otherwise specified. 

1.06 RACEWAYS AND CABLES 

 A. Electrical work will conform to the National Electric Code and applicable local ordinances. 

 B. Ground all electrical apparatus in accordance with the National Electric Code. 

1.07 QUALITY ASSURANCE 

 A. Manufactures must be regularly engaged in the manufacture of integrated communication 
systems and ancillary equipment, of types and capacities required. Approved products 
shall have been in satisfactory use in similar service for not less than five years. 

 B. Installer's Qualifications: Firms with at least five years of successful installation experience 
with projects utilising integrated communications systems and equipment similar to that 
required for this project. 

 C. All items of equipment including wire and cable shall be designed by the manufacturer to 
function as a complete system and shall be accompanied by the manufacturer's complete 
service notes and drawings detailing all interconnections. 

 D. The Contractor shall be an established communications and electronics Contractor that 
has had and currently maintains a locally run and operated business for at least five years.  
The Contractor shall be a duly authorised distributor of the equipment supplied with full 
manufacturer's warranty privileges. 

 E. The Contractor shall show satisfactory evidence, upon request, that he maintains a fully 
equipped service organisation capable of furnishing adequate inspection and service to 
the system.  The Contractor shall maintain at his facility the necessary spare parts in the 
proper proportion as recommended by the manufacturer to maintain and service the 
equipment being supplied. 

 F. Except where specifically noted otherwise, all equipment supplied shall be the standard 
product of a single manufacturer of known reputation and experience in the industry.  The 
Contractor shall have attended the manufacturer’s installation and service school and 
upon request must show proof of attending such a school. 

 G. All equipment must be that of a single manufacturer.  All equipment must be designed to 
function as a single seamless system.   

 H. Acceptable Manufacturers: 

  1. Telcor XL  
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  2. Bogen  

  3. Valcom    

I. The acceptable manufacturer listed above shall be the authorized local factory 
dealer/representative for that product.  The factory dealer representative shall hold a 
current low voltage contractor's license. Factory dealer/representative shall have an office 
located within 90 miles of Berrien County. 

 
 Any other interested parties shall submit a company resume showing years in business, 

certification stating that he is an authorized representative for the manufacturer of the 
equipment he is submitting for approval and that he maintains a fully equipped and 
stocked service shop and shall respond to service calls within 12 normal working hours, 
list of key personnel, copies of appropriate licenses and list of recently completed jobs 
during the normal prior approval period. 

 
J. The system installed by the acceptable manufacturers listed shall not be password 

protected by the installer.  All programming instructions, passwords, etc., shall be turned 
over to the Owner such that Owner can service, maintain, and support the system with 
their own maintenance personnel, if so desired.  

 

1.08 SCOPE OF WORK: 

 A. Furnish and install all materials, labour, equipment, permits, etc., to provide 
communications system as described herein and illustrated on the drawings for a 
complete operating system. 

 B. All manufactured articles, material, and equipment shall be applied, installed connected, 
erected, used, cleaned, adjusted, and conditioned as recommended by the manufacturers, 
or as indicated in their published literature, unless specifically herein specified to the 
contrary. 

 C. All work shall be performed by competent workmen and executed in a neat and 
workmanlike manner providing a thorough and complete installation.  Work shall be 
properly protected during construction, including the shielding of soft or fragile materials.  
At completion, the installation shall be thoroughly cleaned and all tools, equipment, 
obstructions, or debris present as a result of this portion of work shall be removed from the 
premises. 

 D. Program the operational characteristics matching the operation described herein, 
adjusting for call routing, transfers, priorities, and volume levels. 

 E. The Contractor shall provide a minimum of two hours of in-service training with this 
system.  Operator Manuals and User Guides shall be provided at the time of this training.   

 

1.09 SUBMITTALS 

 A. Submit the shop drawings, product data, and quality control submittals specified below at 
the same time as a package.  

 B. Shop Drawings: Composite wiring and/or schematic diagrams of the complete system as 
proposed to be installed. Drawing shall include relative position of all major components, 
typical connections, field components, accessories, and cable types. 

 C. Product Data: Include catalogue cutsheets, manufacturer’s default specification, Users 
operation guide, and bill of materials.  

 D. Quality control shall include the following: 
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  1. Submit the Name, address, and telephone number of the nearest fully equipped service 
organisation.  

  2. Submit a certificate of completion of installation and service training from the system 
manufacturer. 

  3. Submit a list of comparable completed projects. Furnish the name, address, telephone 
number, and contact name of end user. 

 
2.01 ACCEPTABLE INTERCOM MANUFACTURERS 

 A. Telecor XL Administrative Communications System 

 B. Manufacturer's names are listed herein to establish a standard.  The products of other 
manufacturers will only be acceptable if approved by the specifying architect and the 
Owner 10-days prior to the bid. The substitute material must be of a quality as good or 
better than the material specified, and will serve with equal efficiency and dependability, 
the purpose for which the items specified were intended. 

 C. Final approval of these alternates shall be determined at the time of completion. Failure to 
provide the “ precise functional equivalent” shall result in the removal of the alternate 
system and installation of the specified system at the contractor’s cost.  

 D. The intent is to establish a standard of quality, function and features. It is the responsibility 
of the bidder to insure that the proposed product meets or exceeds every standard set 
forth in these specifications.  

 E. The functions and features specified are vital to the operation of this facility and therefore 
inclusion in the list of acceptable manufacturers does not release the contractor from strict 
compliance with the requirements of this specification. 

 F. Acceptable Equals: Bogen, Valcom.  A   

 

PART 3  

3.01 EXECUTION 
A. Install the system in accordance with the manufactures printed instructions and 

recommended cable types. 

B. Provide all electronics, licenses and interconnection equipment to interface Intercom with 
Owner supplied Phone System to include room intercom, zone paging and system 
functions. 

C. System Acceptance Test 

1. Have the company field adviser adjust the completed system to desired volume levels 
of customer.  

2. The system shall operator for at least two weeks with no failures or changes required. 

3. Test every circuit in the system to ensure proper operation. Advise Owner and 
Architect of any existing deficiencies noted. 

4. Test each daily function school will be using making sure staff is knowledgeable in the 
operation of the system. 

D. The Contractor shall provide a one-year warranty of the installed system against defects 
in material and workmanship.  All labour and materials shall be provided at no expense to 
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the Owner during normal hours.  The warranty period shall begin on the date of 
acceptance by the Owner. 

E. The Contractor shall, at the Owner's request, make available a service contract offering 
continuing factory authorised service of this system after the initial warranty period. 

F. The system manufacturer shall maintain engineering and service departments capable of 
rendering advice regarding installation and final adjustment of the system. 

 
END. 
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	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section includes modular carpet tile.
	B. Related Requirements:
	1. Section 09650 "Resilient Base and Accessories" Section 09651 "Resilient Tile Flooring" for resilient wall base and accessories installed with carpet tile.


	1.3 ACTION SUBMITTALS
	A. Product Data: For each type of product.
	1. Include manufacturer's written data on physical characteristics, durability, and fade resistance.
	2. Include manufacturer's written installation recommendations for each type of substrate.

	B. Shop Drawings: For carpet tile installation, plans showing the following:
	1. Columns, doorways, enclosing walls or partitions, built-in cabinets, and locations where cutouts are required in carpet tiles.
	2. Carpet tile type, color, and dye lot.
	3. Type of subfloor.
	4. Type of installation.
	5. Pattern of installation.
	6. Pattern type, location, and direction.
	7. Pile direction.
	8. Type, color, and location of insets and borders.
	9. Type, color, and location of edge, transition, and other accessory strips.
	10. Transition details to other flooring materials.

	C. Samples: For each of the following products and for each color and texture required. Label each Sample with manufacturer's name, material description, color, pattern, and designation indicated on Drawings and in schedules.
	1. Carpet Tile: Full-size Sample.
	2. Exposed Edge, Transition, and Other Accessory Stripping: 12-inch- (300-mm-) long Samples.

	D. Product Schedule: For carpet tile. Use same designations indicated on Drawings.

	1.4 INFORMATIONAL SUBMITTALS
	A. Qualification Data: For Installer.
	B. Product Test Reports: For carpet tile, for tests performed by a qualified testing agency.
	C. Sample Warranty: For special warranty.

	1.5 CLOSEOUT SUBMITTALS
	A. Maintenance Data: For carpet tiles to include in maintenance manuals. Include the following:
	1. Methods for maintaining carpet tile, including cleaning and stain-removal products and procedures and manufacturer's recommended maintenance schedule.
	2. Precautions for cleaning materials and methods that could be detrimental to carpet tile.


	1.6 MAINTENANCE MATERIAL SUBMITTALS
	A. Furnish extra materials, from the same product run, that match products installed and that are packaged with protective covering for storage and identified with labels describing contents.
	1. Carpet Tile: Full-size units equal to 5 percent of amount installed for each type indicated, but not less than 10 sq. yd. (8.3 sq. m).


	1.7 QUALITY ASSURANCE
	A. Installer Qualifications: An experienced installer who is certified by the International Certified Floorcovering Installers Association at the Commercial II certification level.
	B. Mockups: Build mockups to verify selections made under Sample submittals, to demonstrate aesthetic effects, and to set quality standards for fabrication and installation.
	1. Build mockups at locations and in sizes shown on Drawings.
	2. Subject to compliance with requirements, approved mockups may become part of the completed Work if undisturbed at time of Substantial Completion.


	1.8 DELIVERY, STORAGE, AND HANDLING
	A. Comply with CRI's "CRI Carpet Installation Standard."

	1.9 FIELD CONDITIONS
	A. Comply with CRI's "CRI Carpet Installation Standard" for temperature, humidity, and ventilation limitations.
	B. Environmental Limitations: Do not deliver or install carpet tiles until spaces are enclosed and weathertight, wet-work in spaces is complete and dry, and ambient temperature and humidity conditions are maintained at levels planned for building occu...
	C. Do not install carpet tiles over concrete slabs until slabs have cured and are sufficiently dry to bond with adhesive and concrete slabs have pH range recommended by carpet tile manufacturer.
	D. Where demountable partitions or other items are indicated for installation on top of carpet tiles, install carpet tiles before installing these items.

	1.10 WARRANTY
	1. Lifetime Commercial limited.


	PART 2 -  PRODUCTS
	2.1 CARPET TILE
	A. Manufacturers: Subject to compliance with requirements, provide products by one of the following:
	1. Mannington Mills, Inc.
	2. Mohawk Group (The); Mohawk Carpet, LLC.
	3. Shaw Contract Group; a Berkshire Hathaway company.

	B. Specifications
	1. C-1
	Style Name: Applause lll / Tarkett
	Color:  As indicated on Index to Finishes Schedule
	Pattern:  As indicated on Index to Finishes Schedule
	Fiber Content:  Dynex SD / Dynex Nylon
	Pile:  Multi-level pattern loop
	Density: 7448  oz/cu yd
	Pile Thickness:  0.087”
	Stitches:  8.2/inch
	Gauge:  1/13 inch

	C. Primary Backing/Backcoating: Ethos Modular with Omnicoat
	D. Secondary Backing: Manufacturer's standard material
	E. Size: 24”x24”
	F. Applied Treatments:
	1. Soil-Resistance Treatment: Manufacturer's standard treatment
	2. Antimicrobial Treatment: Manufacturer's standard treatment that protects carpet tiles as follows:
	a. Antimicrobial Activity: Not less than 2-mm halo of inhibition for gram-positive bacteria, not less than 1-mm halo of inhibition for gram-negative bacteria, and no fungal growth, according to AATCC 174.


	G. Sustainable Design Requirements:
	1. Sustainable Product Certification:  Gold level certification according to ANSI/NSF 140.

	H. Performance Characteristics:
	1. Appearance Retention Rating: Heavy traffic, 3.0 minimum according to ASTM D 7330.
	2. Critical Radiant Flux Classification: Not less than [0.45 W/sq. cm] [0.22 W/sq. cm] according to NFPA 253.
	3. Dry Breaking Strength: Not less than 100 lbf (445 N) according to ASTM D 2646.
	4. Tuft Bind: Not less than 6.2 lbf (28 N)  according to ASTM D 1335.
	5. Delamination: Not less than 3.5 lbf/in. (0.6 N/mm) according to ASTM D 3936.
	6. Dimensional Tolerance: Within 1/32 inch (0.8 mm) of specified size dimensions, as determined by physical measurement.
	7. Dimensional Stability: 0.2 percent or less according to ISO 2551 (Aachen Test).
	8. Colorfastness to Crocking: Not less than 4, wet and dry, according to AATCC 165.
	9. Colorfastness to Light: Not less than 4 after 60 AFU (AATCC fading units) according to AATCC 16, Option E.
	10. Electrostatic Propensity: Less than 3.5 kV according to AATCC 134.


	2.2 INSTALLATION ACCESSORIES
	A. Trowelable Leveling and Patching Compounds: Latex-modified, hydraulic-cement-based formulation provided or recommended by carpet tile manufacturer.
	B. Adhesives: Water-resistant, mildew-resistant, nonstaining, pressure-sensitive type to suit products and subfloor conditions indicated, that comply with flammability requirements for installed carpet tile, and are recommended by carpet tile manufact...
	C. Metal Edge/Transition Strips: Extruded aluminum with [mill] <Insert finish> finish of profile and width shown, of height required to protect exposed edge of carpet, and of maximum lengths to minimize running joints.


	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine substrates, areas, and conditions, with Installer present, for compliance with requirements for maximum moisture content, alkalinity range, installation tolerances, and other conditions affecting carpet tile performance.
	B. Examine carpet tile for type, color, pattern, and potential defects.
	C. Concrete Slabs: Verify that finishes comply with requirements specified in Section 033000 "Cast-in-Place Concrete" and that surfaces are free of cracks, ridges, depressions, scale, and foreign deposits.
	1. Moisture Testing: Perform tests so that each test area does not exceed 1000 sq. ft. (304.8 sq. m), and perform no fewer than three tests in each installation area and with test areas evenly spaced in installation areas.
	a. Anhydrous Calcium Chloride Test: ASTM F 1869. Proceed with installation only after substrates have maximum moisture-vapor-emission rate of 3 lb of water/1000 sq. ft. (1.36 kg of water/92.9 sq. m) in 24 hours.
	b. Relative Humidity Test: Using in situ probes, ASTM F 2170. Proceed with installation only after substrates have a maximum 75 percent relative humidity level measurement.
	c. Perform additional moisture tests recommended in writing by adhesive and carpet tile manufacturers. Proceed with installation only after substrates pass testing.


	D. Wood Subfloors: Verify the following:
	1. Underlayment over subfloor complies with requirements specified in Section 061600 "Sheathing."
	2. Underlayment surface is free of irregularities and substances that may interfere with adhesive bond or show through surface.

	E. Metal Subfloors: Verify the following:
	1. Underlayment surface is free of irregularities and substances that may interfere with adhesive bond or show through surface.

	F. Painted Subfloors: Perform bond test recommended in writing by adhesive manufacturer.
	1. Access Flooring Systems: Verify the following:
	2. Access floor substrate is compatible with carpet tile and adhesive if any.
	3. Underlayment surface is flat, smooth, evenly planed, tightly jointed, and free of irregularities, gaps greater than 1/8 inch (3 mm), protrusions more than 1/32 inch (0.8 mm), and substances that may interfere with adhesive bond or show through surf...

	G. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 PREPARATION
	A. General: Comply with CRI's "Carpet Installation Standards" and with carpet tile manufacturer's written installation instructions for preparing substrates indicated to receive carpet tile.
	B. Use trowelable leveling and patching compounds, according to manufacturer's written instructions, to fill cracks, holes, depressions, and protrusions in substrates. Fill or level cracks, holes and depressions 1/8 inch (3 mm) wide or wider, and prot...
	C. Concrete Substrates: Remove coatings, including curing compounds, and other substances that are incompatible with adhesives and that contain soap, wax, oil, or silicone, without using solvents. Use mechanical methods recommended in writing by adhes...
	D. Metal Substrates: Clean grease, oil, soil and rust, and prime if recommended in writing by adhesive manufacturer. Rough sand painted metal surfaces and remove loose paint. Sand aluminum surfaces, to remove metal oxides, immediately before applying ...
	E. Broom and vacuum clean substrates to be covered immediately before installing carpet tile.

	3.3 INSTALLATION
	A. General: Comply with CRI's "CRI Carpet Installation Standard," Section 18, "Modular Carpet" and with carpet tile manufacturer's written installation instructions.
	B. Installation Method: As recommended in writing by carpet tile manufacturer
	C. Maintain dye-lot integrity. Do not mix dye lots in same area.
	D. Maintain pile-direction patterns indicated on Drawings
	E. Cut and fit carpet tile to butt tightly to vertical surfaces, permanent fixtures, and built-in furniture including cabinets, pipes, outlets, edgings, thresholds, and nosings. Bind or seal cut edges as recommended by carpet tile manufacturer.
	F. Extend carpet tile into toe spaces, door reveals, closets, open-bottomed obstructions, removable flanges, alcoves, and similar openings.
	G. Maintain reference markers, holes, and openings that are in place or marked for future cutting by repeating on carpet tile as marked on subfloor. Use nonpermanent, nonstaining marking device.
	H. Install pattern parallel to walls and borders.
	I. Access Flooring: Stagger joints of carpet tiles so carpet tile grid is offset from access flooring panel grid. Do not fill seams of access flooring panels with carpet adhesive; keep seams free of adhesive.

	3.4 CLEANING AND PROTECTION
	A. Perform the following operations immediately after installing carpet tile:
	1. Remove excess adhesive and other surface blemishes using cleaner recommended by carpet tile manufacturer.
	2. Remove yarns that protrude from carpet tile surface.
	3. Vacuum carpet tile using commercial machine with face-beater element.

	B. Protect installed carpet tile to comply with CRI's "Carpet Installation Standard," Section 20, "Protecting Indoor Installations."
	C. Protect carpet tile against damage from construction operations and placement of equipment and fixtures during the remainder of construction period. Use protection methods indicated or recommended in writing by carpet tile manufacturer.



	09910 Painting
	16700 Intercomunication and Paging
	Submit equipment prints, inter-panel and intra-panel, full electronic wiring diagrams and specification sheets for each item specified herein.  Provide a tabulation of the specification clearly comparing the submitted item with the specified item, bei...
	Shop drawings, detailing Integrated Intercom/Paging System including, but not limited to, the following:
	a. Built-in station arrangement.
	b. Equipment cabinet arrangement.

	Wiring diagrams that detail wiring for power, signal, and control, differentiating clearly between manufacturer -installed wiring and field-installed wiring. Identify terminals to facilitate installation, operation and maintenance.
	Submit wiring diagrams showing typical connections for all equipment.
	Provide a riser diagram for the system showing in technically accurate detail all connections, interconnections, and all provisions available and made for adaptability of all specified future functions. In addition, riser diagram must include all calc...
	Submit a certificate of completion of installation and service training.
	The Contractor shall assume total system responsibility in coordinating all inter-building wiring, common carrier provided network facilities, and Owner provided equipment.
	The Contractor shall obtain a limited letter of agency from the Owner, authorizing direct communication and coordination with the public telephone utility and other vendors which may be involved in work that must be interfaced to this system. The Owne...
	3.01 EXECUTION




